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Single-sided systems 
Single sided steel guardrails with containment level N2 to H4b 

N2 

W1 B ESP PLUS W1 

W2 

A Easy Rail 1.33 

A Easy Rail 3N 1.50 

A Easy Rail XS 1.33 

A EURO GS 1.33 

A HBB 1.33 

A HBB 1.33 Plus 

A HLK 1.33 

A HLK 1.33 Plus 

A MDB L 2.0 

A 

A SUPER-RAIL ES 1.0 

A SUPER-RAIL ES 1.33 

B Easy Rail 3N DS 0.75 

B Easy Rail 3N DS 0.75 MUF 

B Easy Rail 3N DS 1.50 

B Easy Rail 3N DS 1.50 MUF 

W3 

A Easy Rail 2.00 

A Easy Rail XS 2.00 

A Eco-Safe 1.33 

A Novo Rail L1 4.00 

Novo Rail L1 2.66 

https://strassenausstattung.meiser.de/en/


N2 

W3 

A Eco-Safe 2.0 

A Eco-Safe MPS 

A EURO GS 2.0 

A HBB 2.0 b 

A HBB 2.0 Plus 

A HLK 2.0 b 

A HLK 2.0 Plus 

A MDB L 3.0 

B Easy Rail 3N 0.75 

B ESP BOS 

W4 

A Easy Rail 4.00 

A Easy Rail XS 4.00 

A ESP 2.0 

A ESP 2.0 PLUS 

A EURO GS 4.0 

A EURO GS 6.0 

A GS2 P 

A HBB 2.0 

A HBB 4.0 Plus 

A HLK 2.0 

A HLK 4.0 Plus 

A MDB L 4.0 

A SUPER-RAIL Eco 

https://strassenausstattung.meiser.de/en/


N2 

W4 B 

W5 

A Easy Rail 6.00 

A Eco Safe 4.0 

A ESP 4.0 

A ESP 4.0 Moto 

A GS4 P 

A HBB 4.0 

A HBB 6.0 Plus AF-HLK 

A HLK 4.0 

H1 

W2 
A SUPER-RAIL ES 1.0 

W3 

A 

A 

A 

A 

A 

A 

W4 

A 

A 

A 

A 

A 

A 

A 

SUPER-RAIL Eco 1A 

A MGS 2.0 

A MGS 4.0 W6 

Easy Rail 2.00 

Easy Rail XS 2.00 

Eco-Safe 2.0 

EDSP 1.33 

HBB 1.33 

Eco Safe 1.33 

HBB 1.33 Plus 

HLK 1.33 Plus 

MDB L 2.0 

Novo Rail L1 2.66 

Novo Rail L1 1.33 

Easy Rail 1.33 

Easy Rail XS 1.33 

https://strassenausstattung.meiser.de/en/


H1 

W4 

A HLK 2.0 Plus 

A MDB L 3.0 

A MDB L 4.0 

A SUPER-RAIL ES 1.33 

W5 

A 

A EDSP 2.0 

H2 

W2 

B Easy Rail 3N DS 0.75 

B Easy Rail 3N DS 0.75 MUF 

B SUPER-RAIL Eco HS 

W3 
B Easy Rail 3N 0.75 

B SUPER-RAIL VZB 

W4 

A Easy Rail 3N 1.50 

A SUPER-RAIL 

B Easy Rail 3N DS 1.50 

B Easy Rail 3N DS 1.50 MUF 

B MTB 1.33 

A SUPER-RAIL Eco 

B SUPER-RAIL Eco 1A 

W5 
A MTB 2.25 

A MTB 2.66 

H4b 
W4 B Easy Rail 3N PLUS DS 0.75 

W7 A SUPER-RAIL 

A 

A HLK 1.33 

HBB 2.0 Plus 

Novo Rail L1 4.00 

A Easy Rail OBB 2.0 

https://strassenausstattung.meiser.de/en/




Double-sided systems
Double sided steel guardrails with containment level N2 to H4b 

N2 

W1 B Easy Rail 3N PLUS DS 0.75 

W2 

B Easy Rail 3N DS 0.75 

B Easy Rail 3N DS 0.75 MUF 

B Easy Rail 3N DS 1.50 

B Easy Rail 3N DS 1.50 MUF 

W3 B SUPER-RAIL Eco double 

W4 B SUPER-RAIL double 

H1 W6 A DDSP 4.00 

H2 

W2 
B Easy Rail 3N DS 0.75 

B Easy Rail 3N DS 0.75 MUF 

W3 B SUPER-RAIL VZB twofold 

A SUPER-RAIL twofold 

B Easy Rail 3N DS 1.50 MUF 

B SUPER-RAIL double 

B SUPER-RAIL Eco double 

W5 A P13 

W6 A DDSP 2.0++ 

H4b 

W4 B Easy Rail 3N PLUS DS 0.75 

W5 B SUPER-RAIL DS H4b 

W7 A SUPER-RAIL twofold 

W4 

Easy Rail 3N DS 1.50 B 

https://strassenausstattung.meiser.de/en/
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Single-sided systems for bridges
Single sided steel parapets for bridges and other structures 

N2 

W1 A Eco-Safe BW 

W2 

B Easy Rail 3N OS 0.75 

B Easy Rail 3N OS 1.50 

B Easy Rail 3N DS OS 0.75 

W3 A Euro GS-P 

H1 

W2 

A Eco-Safe BW 

A HBB 1.33 BW 

A HLK 1.33 BW 

W4 B Easy Rail 1.33 OS 

W5 A EDSP BW 1.33 

H2 

W1 B SUPER-RAIL Eco HS BW 

W3 

B Easy Rail 3N OS 0.75 

C EURO BN H2 

C EURO BN H2 with fence 

W4 

A SUPER-RAIL Eco BW 

B Easy Rail 3N OS 1.50 

B SUPER-RAIL BW 

C SAFETY RAIL 

H4b 
W2 B SUPER-RAIL Pro BW 

W3 B Easy Rail Plus DS OS 0.75 

https://strassenausstattung.meiser.de/en/


Double-sided systems for bridges
Double sided steel parapets for bridges and other structures

N2 W2 B Easy Rail 3N DS OS 0.75 

H2 

W2 B Easy Rail 3N DS OS 0.75 

W4 
A SUPER-RAIL Eco double BW 

B SUPER-RAIL double BW 

H4b 

W3 B Easy Rail Plus DS OS 0.75 

W6 
B SUPER-RAIL Plus BW twofold 

B SUPER-RAIL Plus BW with rail 

https://strassenausstattung.meiser.de/en/
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Median barrier gates
Road restraint opening systems for central reserve crossings

H1 W5 B SOLO-GUARD 

H2 

W3 
C DUO-GATE double 

C DUO-GATE double, single arm 

W5 B VARIO-GUARD MUF 

W7 B GATE-GUARD 

W8 B GATE-GUARD QC 

https://strassenausstattung.meiser.de/en/




Wood-steel road guardrails
Mixed wood and steel guardrails with containment level N2 to H1  

N2 

W2 A Passion 1.33 

W3 A Passion 2.0 

W4 A Passion 4.0 

W5 A MB2 2.0 

W6 A MB1 

W7 A MB2 4.0 

H1 

W2 A Passion 1.0 

W3 A Passion 1.33 

W4 
A Passion 2.0 

A Passion 1.33 BW 

https://strassenausstattung.meiser.de/en/




Temporary systems
Mobile steel safety barriers for traffic and safeguards work locations 

T1 
W2 

A DUO-RAIL K 

A DUO-RAIL KB 

W3 A MINI-GUARD 

T2 
W3 A DUO-RAIL K 

W5 A MINI-GUARD 

T3 
W4 

A DUO-RAIL K 

A DUO-RAIL KB 

B VARIO-GUARD 

W6 A MINI-GUARD 

N2 

W4 B DUO-RAIL KAB 

W6 
B VARIO-GUARD 

B VARIO-GUARD QC 

H1 
W5 B DUO-RAIL KAB 

W6 
B DUO-RAIL KA 

B VARIO-GUARD 

H2 

W3 B DUO-RAIL KAV 

W6 B VARIO-GUARD 2.0 

W7 B DUO-RAIL KAB 

W8 B VARIO-GUARD QC 

W1 A CONFICO 50

W4 A CONFICO 50

W3 A CONFICO 50+ (with fence)

https://strassenausstattung.meiser.de/en/




End treatments and special systems
Road barrier end terminals and special traffic solutions

PROTECTOR M 

PROTECTOR BOS

PROTECTOR 90 Special intersection solution (EMS)

Non-continuous barrier system  N2  W5  A  

End Terminal P2A class  

OTTAVIA 80 End Terminal P2 class  

OTTAVIA 110 End Terminal P4 class  

https://strassenausstattung.meiser.de/en/


DDSP 2.0++ 
Steel road guardrail 

H2 W6  A  

Performances Geometrical characteristics 

Containment level H2 Application Rammed 

Normalized working width (m) 1,90 Type Double 

Class of normalized working width W6  Construction width (m) 0,8 

Acceleration Severity Index (ASI) A Construction height (m) 0,75 

Normalized dynamic deflection (m)  1,70 Beam shape A/B 

Vehicle Intrusion (VI) 2,1 Post shape Sigma 

THIV (Km/h) 25 Post distance (m) 2,00 

Tested length (m) 80,00 Post length (m) 1,90 

CE certificate number 0531-CPR-1317-2299 Loading capacity (m) 508,00 

https://meiser-sta.sharefile.eu/d-sda049d36d6d145ad888d71da608dabf9
https://meiser-sta.sharefile.eu/d-s00808d03851445ccbe4c0dcb7fc02737
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a


DDSP 4.00 
Steel road guardrail 

H1  W6  A  

Performances Geometrical characteristics 

Containment level H1  Application Rammed 

Normalized working width (m) 1,90 Type Double 

Class of normalized working width W6  Construction width (m) 0,8 

Acceleration Severity Index (ASI) A Construction height (m) 0,75 

Normalized dynamic deflection (m)  1,6  (A) | 1,8  (B) Beam shape A/B 

Vehicle Intrusion (VI) 2,1 Post shape Sigma 

THIV (Km/h) 20 Post distance (m) 4,00 

Tested length (m) 60,00 Post length (m) 1,90 

CE certificate number 0531-CPR-1317-2298 Loading capacity (m) 596,00 

https://meiser-sta.sharefile.eu/d-s86b76baf918b4347b533ebc20be0d5d5
https://meiser-sta.sharefile.eu/d-s574140d1e83a40d7832e60b95b59ef98
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a


DUO-GATE double 
Steel road guardrail 

H2 W3  C  

Performances Geometrical characteristics 

Containment level H2 Application Opening system 

Normalized working width (m) 1,00 Type Double 

Class of normalized working width W3  Construction width (m) 0,608 

Acceleration Severity Index (ASI) C  Construction height (m) 0,80 

Normalized dynamic deflection (m)  0,40 Beam shape - 

Vehicle Intrusion (VI) - Post shape - 

THIV (Km/h) 31 Post distance (m) - 

Tested length (m) 20,30 Post length (m) - 

CE certificate number 2251-CPR-0185 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-sa124b91f75d34d8d970e11e87833e3c1
https://meiser-sta.sharefile.eu/d-saf463cd8f5b2464194de3763275872c6
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://replay.dropbox.com/share/EM5HrIQfkoHFhQfm?video_version_id=pid_rvv%3AAAAAADZXLqS_dVzfPzt0fAc9yatyVCEP9B9wPfCvkFbsQO7t


DUO-GATE double, single arm 
Steel road guardrail 

H2 W3  C  

Performances Geometrical characteristics 

Containment level H2 Application Opening system 

Normalized working width (m) 1,00 Type Double 

Class of normalized working width W3  Construction width (m) 0,608 

Acceleration Severity Index (ASI) C  Construction height (m) 0,86 

Normalized dynamic deflection (m)  0,40 Beam shape - 

Vehicle Intrusion (VI) - Post shape - 

THIV (Km/h) 31 Post distance (m) - 

Tested length (m) 22,30 Post length (m) - 

CE certificate number 2251-CPR-0185 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-sa124b91f75d34d8d970e11e87833e3c1
https://meiser-sta.sharefile.eu/d-sdae7a41a5ac24160be05cf2c28d3cb73
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://replay.dropbox.com/share/rXIEnh46C9XX95WR?video_version_id=pid_rvv%3AAAAAAAhWLBn_awwnxXrPv6PrfjWyWMcCkvd9Z_le6kDeosT_


DUO-RAIL K 
Steel road guardrail 

T1 W2 A 

Performances Geometrical characteristics 

Containment level T1 Application Temporary system 

Normalized working width (m) 0,80 Type Double 

Class of normalized working width W2 Construction width (m) 0,61 

Acceleration Severity Index (ASI) A Construction height (m) 0,54 

Normalized dynamic deflection (m)  0,20 Beam shape - 

Vehicle Intrusion (VI) - Post shape - 

THIV (Km/h) 10 Post distance (m) - 

Tested length (m) 117,00 Post length (m) - 

CE certificate number - Loading capacity (m) 245,70 

https://meiser-sta.sharefile.eu/d-sa124b91f75d34d8d970e11e87833e3c1
https://meiser-sta.sharefile.eu/d-s6c5fde1dc0424f059639b46b9c0c7fc4
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s28b8fa895589478982b13c77bb84729f


DUO-RAIL K 
Steel road guardrail 

T2 W3 A 

Performances Geometrical characteristics 

Containment level T2 Application Temporary system 

Normalized working width (m) 1,00 Type Double 

Class of normalized working width W3 Construction width (m) 0,61 

Acceleration Severity Index (ASI) A Construction height (m) 0,54 

Normalized dynamic deflection (m)  0,40 Beam shape - 

Vehicle Intrusion (VI) - Post shape - 

THIV (Km/h) 13 Post distance (m) - 

Tested length (m) 134,55 Post length (m) - 

CE certificate number - Loading capacity (m) 245,70 

https://meiser-sta.sharefile.eu/d-sa124b91f75d34d8d970e11e87833e3c1
https://meiser-sta.sharefile.eu/d-s6c5fde1dc0424f059639b46b9c0c7fc4
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s28b8fa895589478982b13c77bb84729f


DUO-RAIL K 
Steel road guardrail 

T3 W4 A 

Performances Geometrical characteristics 

Containment level T3 Application Temporary system 

Normalized working width (m) 1,10 Type Double 

Class of normalized working width W4 Construction width (m) 0,61 

Acceleration Severity Index (ASI) A Construction height (m) 0,54 

Normalized dynamic deflection (m)  0,50 Beam shape - 

Vehicle Intrusion (VI) - Post shape - 

THIV (Km/h) 10 Post distance (m) - 

Tested length (m) 140,40 Post length (m) - 

CE certificate number - Loading capacity (m) 245,70 

https://meiser-sta.sharefile.eu/d-sa124b91f75d34d8d970e11e87833e3c1
https://meiser-sta.sharefile.eu/d-s6c5fde1dc0424f059639b46b9c0c7fc4
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s28b8fa895589478982b13c77bb84729f


DUO-RAIL KA 
Steel road guardrail 

H1 W6 B 

Performances Geometrical characteristics 

Containment level H1 Application Temporary/permanent 

Normalized working width (m) 2,05 Type Double 

Class of normalized working width W6 Construction width (m) 0,608 

Acceleration Severity Index (ASI) B Construction height (m) 0,85 

Normalized dynamic deflection (m)  1,45 Beam shape - 

Vehicle Intrusion (VI) - Post shape - 

THIV (Km/h) 23 Post distance (m) - 

Tested length (m) 140,40 Post length (m) - 

CE certificate number 2251-CPR-0182 Loading capacity (m) 245,70 

https://meiser-sta.sharefile.eu/d-sa124b91f75d34d8d970e11e87833e3c1
https://meiser-sta.sharefile.eu/d-s736a9c5694ce425992a1e09218c70988
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s28b8fa895589478982b13c77bb84729f


DUO-RAIL KAB 
Steel road guardrail 

N2 W4  B  

Performances Geometrical characteristics 

Containment level N2 Application Temporary/permanent 

Normalized working width (m) 1,30 Type Double 

Class of normalized working width W4  Construction width (m) 0,61 

Acceleration Severity Index (ASI) B  Construction height (m) 0,85 

Normalized dynamic deflection (m)  1,80 Beam shape  - 

Vehicle Intrusion (VI) - Post shape - 

THIV (Km/h) 23 Post distance (m)  - 

Tested length (m) 140,50 Post length (m) - 

CE certificate number 2251-CPR-0182 Loading capacity (m) 134,55 

https://meiser-sta.sharefile.eu/d-sa124b91f75d34d8d970e11e87833e3c1
https://meiser-sta.sharefile.eu/d-s4c9d9d3204a743f6bef1b51505f4c7d2
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s28b8fa895589478982b13c77bb84729f


DUO-RAIL KAB 
Steel road guardrail 

H1  W5  B  

Performances Geometrical characteristics 

Containment level H1  Application Temporary/permanent 

Normalized working width (m) 1,60 Type Double 

Class of normalized working width W5  Construction width (m) 0,61 

Acceleration Severity Index (ASI) B  Construction height (m) 0,85 

Normalized dynamic deflection (m)  1,00 Beam shape  -  

Vehicle Intrusion (VI) 1,6 Post shape - 

THIV (Km/h) 23 Post distance (m)  - 

Tested length (m) 140,50 Post length (m) - 

CE certificate number 2251-CPR-0182 Loading capacity (m) 134,55 

https://meiser-sta.sharefile.eu/d-sa124b91f75d34d8d970e11e87833e3c1
https://meiser-sta.sharefile.eu/d-s4c9d9d3204a743f6bef1b51505f4c7d2
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s28b8fa895589478982b13c77bb84729f


DUO-RAIL KAB 
Steel road guardrail 

H2 W7  B  

Performances Geometrical characteristics 

Containment level H2 Application Temporary/permanent 

Normalized working width (m) 2,40 Type Double 

Class of normalized working width W7  Construction width (m) 0,61 

Acceleration Severity Index (ASI) B  Construction height (m) 0,85 

Normalized dynamic deflection (m)  1,80 Beam shape  - 

Vehicle Intrusion (VI) 2,2 Post shape - 

THIV (Km/h) 23 Post distance (m)  - 

Tested length (m) 163,80 Post length (m) - 

CE certificate number 2251-CPR-0182 Loading capacity (m) 134,55 

https://meiser-sta.sharefile.eu/d-sa124b91f75d34d8d970e11e87833e3c1
https://meiser-sta.sharefile.eu/d-s4c9d9d3204a743f6bef1b51505f4c7d2
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s28b8fa895589478982b13c77bb84729f


DUO-RAIL KAV 
Steel road guardrail 

H2  W3  B  

Performances Geometrical characteristics 

Containment level H2  Application Temporary/permanent 

Normalized working width (m) 0,90 Type Double 

Class of normalized working width W3  Construction width (m) 0,608 

Acceleration Severity Index (ASI) B  Construction height (m) 0,85 

Normalized dynamic deflection (m)  0,80 Beam shape  - 

Vehicle Intrusion (VI) - Post shape  - 

THIV (Km/h) 33 Post distance (m)  - 

Tested length (m) 82,00 Post length (m)  - 

CE certificate number 2251-CPR-0182 Loading capacity (m) 245,70 

https://meiser-sta.sharefile.eu/d-sa124b91f75d34d8d970e11e87833e3c1
https://meiser-sta.sharefile.eu/d-s1e4283228f374528944dfbc5936b9111
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s28b8fa895589478982b13c77bb84729f


DUO-RAIL KB 
Steel road guardrail 

T1 W2 A 

Performances Geometrical characteristics 

Containment level T1 Application Temporary system 

Normalized working width (m) 0,70 Type Double 

Class of normalized working width W2 Construction width (m) 0,6 

Acceleration Severity Index (ASI) A Construction height (m) 0,54 

Normalized dynamic deflection (m)  0,10 Beam shape - 

Vehicle Intrusion (VI) - Post shape - 

THIV (Km/h) 10 Post distance (m) - 

Tested length (m) 134,55 Post length (m) - 

CE certificate number - Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-sa124b91f75d34d8d970e11e87833e3c1
https://meiser-sta.sharefile.eu/d-se2c3c20ecfd9496abb03af6a5efa428a
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s28b8fa895589478982b13c77bb84729f


DUO-RAIL KB 
Steel road guardrail 

T3 W4 A 

Performances Geometrical characteristics 

Containment level T3 Application Temporary system 

Normalized working width (m) 1,20 Type Double 

Class of normalized working width W4 Construction width (m) 0,6 

Acceleration Severity Index (ASI) A Construction height (m) 0,54 

Normalized dynamic deflection (m)  0,50 Beam shape - 

Vehicle Intrusion (VI) - Post shape - 

THIV (Km/h) 10 Post distance (m) - 

Tested length (m) 134,55 Post length (m) - 

CE certificate number - Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-sa124b91f75d34d8d970e11e87833e3c1
https://meiser-sta.sharefile.eu/d-se2c3c20ecfd9496abb03af6a5efa428a
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s28b8fa895589478982b13c77bb84729f


Easy Rail 1.33 
Steel road guardrail 

N2 W2 A 

Performances Geometrical characteristics 

Containment level N2 Application Rammed 

Normalized working width (m) 0,80 Type Single 

Class of normalized working width W2 Construction width (m) 0,21 

Acceleration Severity Index (ASI) A Construction height (m) 0,75 

Normalized dynamic deflection (m)  0,70 Beam shape A/B 

Vehicle Intrusion (VI) - Post shape - 

THIV (Km/h) - Post distance (m) 1,33 

Tested length (m) 48,00 Post length (m) 1,75 

CE certificate number 0531-CPR-1317-1034 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-s71e634cbb6b34586913c18c0e4cc26d8
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s8aadbf50a1e44cda8612c36a1f82eb61


Easy Rail 1.33 
Steel road guardrail 

H1 W3 A 

Performances Geometrical characteristics 

Containment level H1 Application Rammed 

Normalized working width (m) 1,00 Type Single 

Class of normalized working width W3 Construction width (m) 0,21 

Acceleration Severity Index (ASI) A Construction height (m) 0,75 

Normalized dynamic deflection (m)  0,90 Beam shape A/B 

Vehicle Intrusion (VI) VI8 Post shape - 

THIV (Km/h) - Post distance (m) 1,33 

Tested length (m) 60,00 Post length (m) 1,75 

CE certificate number 0531-CPR-1317-1034 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-s71e634cbb6b34586913c18c0e4cc26d8
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s8aadbf50a1e44cda8612c36a1f82eb61


Easy Rail 1.33 OS 
Steel road guardrail 

H1 W4 B 

Performances Geometrical characteristics 

Containment level H1 Application On structures 

Normalized working width (m) 1,10 Type Single 

Class of normalized working width W4 Construction width (m) 0,43 

Acceleration Severity Index (ASI) B Construction height (m) 1,20 

Normalized dynamic deflection (m)  0,60 Beam shape A/B 

Vehicle Intrusion (VI) VI3 Post shape - 

THIV (Km/h) - Post distance (m) 1,33 

Tested length (m) 36,00 Post length (m) 1,18 

CE certificate number 0531-CPR-1317-0624 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-s96306309bb46453c8d5befcfe2a63ecc
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-sf2c63b5e65fd47aea65f583d4770565f


Easy Rail 2.00 
Steel road guardrail 

N2 W3 A 

Performances Geometrical characteristics 

Containment level N2 Application Rammed 

Normalized working width (m) 1,00 Type Single 

Class of normalized working width W3 Construction width (m) 0,21 

Acceleration Severity Index (ASI) A Construction height (m) 0,75 

Normalized dynamic deflection (m)  0,70 Beam shape A/B 

Vehicle Intrusion (VI) - Post shape - 

THIV (Km/h) - Post distance (m) 2,00 

Tested length (m) 52,00 Post length (m) 1,75 

CE certificate number 0531-CPR-1317-1079 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-sdf9a8818525e4d4c9b0d1d7ede07678c
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-sa1db5a00020d47ab9cfbbf9317ecb74a


Easy Rail 2.00 
Steel road guardrail 

H1 W4 A 

Performances Geometrical characteristics 

Containment level H1 Application Rammed 

Normalized working width (m) 1,30 Type Single 

Class of normalized working width W4 Construction width (m) 0,21 

Acceleration Severity Index (ASI) A Construction height (m) 0,75 

Normalized dynamic deflection (m)  1,20 Beam shape A/B 

Vehicle Intrusion (VI) VI7 Post shape - 

THIV (Km/h) - Post distance (m) 2,00 

Tested length (m) 68,00 Post length (m) 1,75 

CE certificate number 0531-CPR-1317-1079 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-sdf9a8818525e4d4c9b0d1d7ede07678c
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-sa1db5a00020d47ab9cfbbf9317ecb74a


Easy Rail 3N 0.75 
Steel road guardrail 

N2 W3 B 

Performances Geometrical characteristics 

Containment level N2 Application Rammed 

Normalized working width (m) 1,00 Type Single 

Class of normalized working width W3 Construction width (m) 0,19 

Acceleration Severity Index (ASI) B Construction height (m) 0,90 

Normalized dynamic deflection (m)  0,90 Beam shape 3N 

Vehicle Intrusion (VI) - Post shape - 

THIV (Km/h) - Post distance (m) 0,75 

Tested length (m) 45,00 Post length (m) 1,60 

CE certificate number 0531-CPR-1317-1973 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-se95435c9f8e5430a804fcf09260126d3
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s148206171c19400ca67045dc1083b085


Easy Rail 3N 0.75 
Steel road guardrail 

H2 W3 B 

Performances Geometrical characteristics 

Containment level H2 Application Rammed 

Normalized working width (m) 1,00 Type Single 

Class of normalized working width W3 Construction width (m) 0,19 

Acceleration Severity Index (ASI) B Construction height (m) 0,90 

Normalized dynamic deflection (m)  0,90 Beam shape 3N 

Vehicle Intrusion (VI) VI5 Post shape - 

THIV (Km/h) - Post distance (m) 0,75 

Tested length (m) 54,00 Post length (m) 1,60 

CE certificate number 0531-CPR-1317-1973 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-se95435c9f8e5430a804fcf09260126d3
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s148206171c19400ca67045dc1083b085


Easy Rail 3N 1.50 
Steel road guardrail 

N2 W2 A 

Performances Geometrical characteristics 

Containment level N2 Application Rammed 

Normalized working width (m) 0,70 Type Single 

Class of normalized working width W2 Construction width (m) 0,19 

Acceleration Severity Index (ASI) A Construction height (m) 0,90 

Normalized dynamic deflection (m)  0,60 Beam shape 3N 

Vehicle Intrusion (VI) - Post shape - 

THIV (Km/h) - Post distance (m) 1,50 

Tested length (m) 54,00 Post length (m) 1,60 

CE certificate number 0531-CPR-1317-1522 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-sebc2ab86215540bdad6e036e32f082f0
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-sb48f13dbd52e4caa9fa927e19f3366e9


Easy Rail 3N 1.50 
Steel road guardrail 

H2 W4 A 

Performances Geometrical characteristics 

Containment level H2 Application Rammed 

Normalized working width (m) 1,30 Type Single 

Class of normalized working width W4 Construction width (m) 0,19 

Acceleration Severity Index (ASI) A Construction height (m) 0,90 

Normalized dynamic deflection (m)  1,20 Beam shape 3N 

Vehicle Intrusion (VI) VI4 Post shape - 

THIV (Km/h) - Post distance (m) 1,50 

Tested length (m) 54,00 Post length (m) 1,60 

CE certificate number 0531-CPR-1317-1522 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-sebc2ab86215540bdad6e036e32f082f0
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-sb48f13dbd52e4caa9fa927e19f3366e9


Easy Rail 3N OS 0.75 
Steel road guardrail 

N2 W2 B 

Performances Geometrical characteristics 

Containment level N2 Application On structures 

Normalized working width (m) 0,80 Type Single 

Class of normalized working width W2 Construction width (m) 0,19 

Acceleration Severity Index (ASI) B Construction height (m) 1,00 

Normalized dynamic deflection (m)  0,40 Beam shape 3N 

Vehicle Intrusion (VI) - Post shape - 

THIV (Km/h) - Post distance (m) 0,75 

Tested length (m) 54,00 Post length (m) 0,89 

CE certificate number 0531-CPR-1317-1678 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-s504c150a6702445fb4fa01bfe9f252ee
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s8c6194257d1249b8b8e091ef844d72b4


Easy Rail 3N OS 0.75 
Steel road guardrail 

H2 W3 B 

Performances Geometrical characteristics 

Containment level H2 Application On structures 

Normalized working width (m) 1,00 Type Single 

Class of normalized working width W3 Construction width (m) 0,19 

Acceleration Severity Index (ASI) B Construction height (m) 1,00 

Normalized dynamic deflection (m)  0,90 Beam shape 3N 

Vehicle Intrusion (VI) VI3 Post shape - 

THIV (Km/h) - Post distance (m) 0,75 

Tested length (m) 54,00 Post length (m) 0,89 

CE certificate number 0531-CPR-1317-1678 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-s504c150a6702445fb4fa01bfe9f252ee
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s8c6194257d1249b8b8e091ef844d72b4


Easy Rail 3N OS 1.50 
Steel road guardrail 

N2  W2 B 

Performances Geometrical characteristics 

Containment level N2  Application On structures 

Normalized working width (m) 0,70 Type Single 

Class of normalized working width W2 Construction width (m) 0,19 

Acceleration Severity Index (ASI) B Construction height (m) 1,00 

Normalized dynamic deflection (m)  0,60 Beam shape 3N 

Vehicle Intrusion (VI) - Post shape - 

THIV (Km/h) - Post distance (m) 1,50 

Tested length (m) 54,00 Post length (m) 0,89 

CE certificate number 0531-CPR-1317-2217 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-sd1bbcbe2ad24412bbf7092b426491810
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s187f79f998af4d57b63e3482186ef012


Easy Rail 3N OS 1.50 
Steel road guardrail 

H2 W4 B 

Performances Geometrical characteristics 

Containment level H2 Application On structures 

Normalized working width (m) 1,30 Type Single 

Class of normalized working width W4 Construction width (m) 0,19 

Acceleration Severity Index (ASI) B Construction height (m) 1,00 

Normalized dynamic deflection (m)  1,20 Beam shape 3N 

Vehicle Intrusion (VI) VI5 Post shape - 

THIV (Km/h) - Post distance (m) 1,50 

Tested length (m) 54,00 Post length (m) 0,89 

CE certificate number 0531-CPR-1317-2217 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-sd1bbcbe2ad24412bbf7092b426491810
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s187f79f998af4d57b63e3482186ef012


Easy Rail 3N DS 0.75 
Steel road guardrail 

N2 W2 B 

Performances Geometrical characteristics 

Containment level N2 Application Rammed 

Normalized working width (m) 0,70 Type Single 

Class of normalized working width W2 Construction width (m) 0,27 

Acceleration Severity Index (ASI) B Construction height (m) 0,90 

Normalized dynamic deflection (m)  0,50 Beam shape 3N 

Vehicle Intrusion (VI) - Post shape - 

THIV (Km/h) - Post distance (m) 0,75 

Tested length (m) 54,00 Post length (m) 1,60 

CE certificate number 0531-CPR-1317-1650 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-s4d7ed27a8b7b43ce9be5256e14727143
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s28edcaff3fa746909c9b752827e63e80


Easy Rail 3N DS 0.75 
Steel road guardrail 

H2  W2 B 

Performances Geometrical characteristics 

Containment level H2  Application Rammed 

Normalized working width (m) 0,80 Type Single 

Class of normalized working width W2 Construction width (m) 0,27 

Acceleration Severity Index (ASI) B Construction height (m) 0,90 

Normalized dynamic deflection (m)  0,70 Beam shape 3N 

Vehicle Intrusion (VI) VI3 Post shape - 

THIV (Km/h) - Post distance (m) 0,75 

Tested length (m) 54,00 Post length (m) 1,60 

CE certificate number 0531-CPR-1317-1650 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-s4d7ed27a8b7b43ce9be5256e14727143
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s28edcaff3fa746909c9b752827e63e80


Easy Rail 3N DS 0.75 
Steel road guardrail 

N2 W2 B 

Performances Geometrical characteristics 

Containment level N2 Application Rammed 

Normalized working width (m) 0,70 Type Double 

Class of normalized working width W2 Construction width (m) 0,27 

Acceleration Severity Index (ASI) B Construction height (m) 0,90 

Normalized dynamic deflection (m)  0,50 Beam shape 3N 

Vehicle Intrusion (VI) - Post shape - 

THIV (Km/h) - Post distance (m) 0,75 

Tested length (m) 54,00 Post length (m) 1,60 

CE certificate number 0531-CPR-1317-1650 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-sc20c66ae0a8640108f5fabb62910b65d
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s28edcaff3fa746909c9b752827e63e80


Easy Rail 3N DS 0.75 
Steel road guardrail 

H2  W2 B 

Performances Geometrical characteristics 

Containment level H2  Application Rammed 

Normalized working width (m) 0,80 Type Double 

Class of normalized working width W2 Construction width (m) 0,27 

Acceleration Severity Index (ASI) B Construction height (m) 0,90 

Normalized dynamic deflection (m)  0,70 Beam shape 3N 

Vehicle Intrusion (VI) VI3 Post shape - 

THIV (Km/h) - Post distance (m) 0,75 

Tested length (m) 54,00 Post length (m) 1,60 

CE certificate number 0531-CPR-1317-1650 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-sc20c66ae0a8640108f5fabb62910b65d
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s28edcaff3fa746909c9b752827e63e80


Easy Rail 3N DS 0.75 MUF 
Steel road guardrail 

N2 W2 B 

Performances Geometrical characteristics 

Containment level N2 Application Rammed 

Normalized working width (m) 0,70 Type Single 

Class of normalized working width W2 Construction width (m) 0,27 

Acceleration Severity Index (ASI) B Construction height (m) 0,90 

Normalized dynamic deflection (m)  0,50 Beam shape 3N 

Vehicle Intrusion (VI) - Post shape - 

THIV (Km/h) - Post distance (m) 0,75 

Tested length (m) 54,00 Post length (m) 1,60 

CE certificate number 0531-CPR-1317-1892 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-sab0f1811ecb34da99b06a328d0a19fdc
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s1cbacf49c8d44b0482104e0975f6b3dd


Easy Rail 3N DS 0.75 MUF 
Steel road guardrail 

H2 W2 B 

Performances Geometrical characteristics 

Containment level H2 Application Rammed 

Normalized working width (m) 0,80 Type Single 

Class of normalized working width W2 Construction width (m) 0,27 

Acceleration Severity Index (ASI) B Construction height (m) 0,90 

Normalized dynamic deflection (m)  0,70 Beam shape 3N 

Vehicle Intrusion (VI) VI3 Post shape - 

THIV (Km/h) - Post distance (m) 0,75 

Tested length (m) 54,00 Post length (m) 1,60 

CE certificate number 0531-CPR-1317-1892 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-sab0f1811ecb34da99b06a328d0a19fdc
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s1cbacf49c8d44b0482104e0975f6b3dd


Easy Rail 3N DS 0.75 MUF 
Steel road guardrail 

N2 W2 B 

Performances Geometrical characteristics 

Containment level N2 Application Rammed 

Normalized working width (m) 0,70 Type Double 

Class of normalized working width W2 Construction width (m) 0,27 

Acceleration Severity Index (ASI) B Construction height (m) 0,90 

Normalized dynamic deflection (m)  0,50 Beam shape 3N 

Vehicle Intrusion (VI) - Post shape - 

THIV (Km/h) - Post distance (m) 0,75 

Tested length (m) 54,00 Post length (m) 1,60 

CE certificate number 0531-CPR-1317-1892 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-sab0f1811ecb34da99b06a328d0a19fdc
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s1cbacf49c8d44b0482104e0975f6b3dd


Easy Rail 3N DS 0.75 MUF 
Steel road guardrail 

H2 W2 B 

Performances Geometrical characteristics 

Containment level H2 Application Rammed 

Normalized working width (m) 0,80 Type Double 

Class of normalized working width W2 Construction width (m) 0,27 

Acceleration Severity Index (ASI) B Construction height (m) 0,90 

Normalized dynamic deflection (m)  0,70 Beam shape 3N 

Vehicle Intrusion (VI) VI3 Post shape - 

THIV (Km/h) - Post distance (m) 0,75 

Tested length (m) 54,00 Post length (m) 1,60 

CE certificate number 0531-CPR-1317-1892 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-sab0f1811ecb34da99b06a328d0a19fdc
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s1cbacf49c8d44b0482104e0975f6b3dd


Easy Rail 3N DS 1.50 
Steel road guardrail 

N2 W2 B 

Performances Geometrical characteristics 

Containment level N2 Application Rammed 

Normalized working width (m) 0,70 Type Single 

Class of normalized working width W2 Construction width (m) 0,27 

Acceleration Severity Index (ASI) B Construction height (m) 0,90 

Normalized dynamic deflection (m)  0,60 Beam shape 3N 

Vehicle Intrusion (VI) - Post shape - 

THIV (Km/h) - Post distance (m) 1,50 

Tested length (m) 54,00 Post length (m) 1,60 

CE certificate number 0531-CPR-1317-2087 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-sb8cb53452cde4c84978a9605ab39b1d9
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s09804ef669c542fa8dec2f716af90d98


Easy Rail 3N DS 1.50 
Steel road guardrail 

H2 W4 B 

Performances Geometrical characteristics 

Containment level H2 Application Rammed 

Normalized working width (m) 1,30 Type Double 

Class of normalized working width W4 Construction width (m) 0,27 

Acceleration Severity Index (ASI) B Construction height (m) 0,90 

Normalized dynamic deflection (m)  1,20 Beam shape 3N 

Vehicle Intrusion (VI) VI5 Post shape - 

THIV (Km/h) - Post distance (m) 1,50 

Tested length (m) 54,00 Post length (m) 1,60 

CE certificate number 0531-CPR-1317-2087 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-sb8cb53452cde4c84978a9605ab39b1d9
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s09804ef669c542fa8dec2f716af90d98


Easy Rail 3N DS 1.50 
Steel road guardrail 

N2 W2 B 

Performances Geometrical characteristics 

Containment level N2 Application Rammed 

Normalized working width (m) 0,70 Type Double 

Class of normalized working width W2 Construction width (m) 0,27 

Acceleration Severity Index (ASI) B Construction height (m) 0,90 

Normalized dynamic deflection (m)  0,60 Beam shape 3N 

Vehicle Intrusion (VI) - Post shape - 

THIV (Km/h) - Post distance (m) 1,50 

Tested length (m) 54,00 Post length (m) 1,60 

CE certificate number 0531-CPR-1317-2087 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-sb8cb53452cde4c84978a9605ab39b1d9
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s09804ef669c542fa8dec2f716af90d98


Easy Rail 3N DS 1.50 MUF 
Steel road guardrail 

N2 W2 B 

Performances Geometrical characteristics 

Containment level N2 Application Rammed 

Normalized working width (m) 0,70 Type Single 

Class of normalized working width W2 Construction width (m) 0,27 

Acceleration Severity Index (ASI) B Construction height (m) 0,90 

Normalized dynamic deflection (m)  0,60 Beam shape 3N 

Vehicle Intrusion (VI) - Post shape - 

THIV (Km/h) - Post distance (m) 1,50 

Tested length (m) 54,00 Post length (m) 1,60 

CE certificate number 0531-CPR-1317-2153 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-sa50c83cbae8a47d1a55afe2b60626651
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s42780e8a8a064a7b92e8161eaa295452


Easy Rail 3N DS 1.50 MUF 
Steel road guardrail 

H2 W4 B 

Performances Geometrical characteristics 

Containment level H2 Application Rammed 

Normalized working width (m) 1,30 Type Single 

Class of normalized working width W4 Construction width (m) 0,27 

Acceleration Severity Index (ASI) B Construction height (m) 0,90 

Normalized dynamic deflection (m)  1,20 Beam shape 3N 

Vehicle Intrusion (VI) VI5 Post shape - 

THIV (Km/h) - Post distance (m) 1,50 

Tested length (m) 54,00 Post length (m) 1,60 

CE certificate number 0531-CPR-1317-2153 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-sa50c83cbae8a47d1a55afe2b60626651
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s42780e8a8a064a7b92e8161eaa295452


Easy Rail 3N DS 1.50 MUF 
Steel road guardrail 

N2 W2 B 

Performances Geometrical characteristics 

Containment level N2 Application Rammed 

Normalized working width (m) 0,70 Type Double 

Class of normalized working width W2 Construction width (m) 0,27 

Acceleration Severity Index (ASI) B Construction height (m) 0,90 

Normalized dynamic deflection (m)  0,60 Beam shape 3N 

Vehicle Intrusion (VI) - Post shape - 

THIV (Km/h) - Post distance (m) 1,50 

Tested length (m) 54,00 Post length (m) 1,60 

CE certificate number 0531-CPR-1317-2153 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-sa50c83cbae8a47d1a55afe2b60626651
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s42780e8a8a064a7b92e8161eaa295452


Easy Rail 3N DS 1.50 MUF 
Steel road guardrail 

H2 W4 B 

Performances Geometrical characteristics 

Containment level H2 Application Rammed 

Normalized working width (m) 1,30 Type Double 

Class of normalized working width W4 Construction width (m) 0,27 

Acceleration Severity Index (ASI) B Construction height (m) 0,90 

Normalized dynamic deflection (m)  1,20 Beam shape 3N 

Vehicle Intrusion (VI) VI5 Post shape - 

THIV (Km/h) - Post distance (m) 1,50 

Tested length (m) 54,00 Post length (m) 1,60 

CE certificate number 0531-CPR-1317-2153 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-sa50c83cbae8a47d1a55afe2b60626651
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s42780e8a8a064a7b92e8161eaa295452


Easy Rail 3N DS OS 0.75 
Steel road guardrail 

N2 W2 B 

Performances Geometrical characteristics 

Containment level N2 Application On structures 

Normalized working width (m) 0,70 Type Double 

Class of normalized working width W2 Construction width (m) 0,27 

Acceleration Severity Index (ASI) B Construction height (m) 1,00 

Normalized dynamic deflection (m)  0,50 Beam shape 3N 

Vehicle Intrusion (VI) - Post shape - 

THIV (Km/h) - Post distance (m) 0,75 

Tested length (m) 54,00 Post length (m) 0,89 

CE certificate number 0531-CPR-1317-2152 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-s7843fce8c8c84c3584084b0889b0aaf5
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s779f782c700d4249b4bd7834da41ead8


Easy Rail 3N DS OS 0.75 
Steel road guardrail 

H2 W2 B 

Performances Geometrical characteristics 

Containment level H2 Application On structures 

Normalized working width (m) 0,80 Type Double 

Class of normalized working width W2 Construction width (m) 0,27 

Acceleration Severity Index (ASI) B Construction height (m) 1,00 

Normalized dynamic deflection (m)  0,70 Beam shape 3N 

Vehicle Intrusion (VI) VI4 Post shape - 

THIV (Km/h) - Post distance (m) 0,75 

Tested length (m) 54,00 Post length (m) 0,89 

CE certificate number 0531-CPR-1317-2152 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-s7843fce8c8c84c3584084b0889b0aaf5
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s779f782c700d4249b4bd7834da41ead8


Easy Rail 3N PLUS DS 0.75 
Steel road guardrail 

H4b  W4 B 

Performances Geometrical characteristics 

Containment level H4b  Application Rammed 

Normalized working width (m) 1,20 Type Single 

Class of normalized working width W4 Construction width (m) 0,27 

Acceleration Severity Index (ASI) B Construction height (m) 1,30 

Normalized dynamic deflection (m)  0,90 Beam shape 3N 

Vehicle Intrusion (VI) VI5 Post shape - 

THIV (Km/h) - Post distance (m) 0,75 

Tested length (m) 58,50 Post length (m) 2,10 

CE certificate number 0531-CPR-1317-2325 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-s3aaede7f05594ac7bd6810205294f05c
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-scbef57c623204c29855eeb6fb40e27d1


Easy Rail 3N PLUS DS 0.75 
Steel road guardrail 

N2 W1 B 

Performances Geometrical characteristics 

Containment level N2 Application Rammed 

Normalized working width (m) 0,40 Type Double 

Class of normalized working width W1 Construction width (m) 0,27 

Acceleration Severity Index (ASI) B Construction height (m) 1,30 

Normalized dynamic deflection (m)  0,40 Beam shape 3N 

Vehicle Intrusion (VI) - Post shape - 

THIV (Km/h) - Post distance (m) 0,75 

Tested length (m) 58,50 Post length (m) 2,10 

CE certificate number 0531-CPR-1317-2325 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-s3aaede7f05594ac7bd6810205294f05c
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-scbef57c623204c29855eeb6fb40e27d1


Easy Rail 3N PLUS DS 0.75 
Steel road guardrail 

H4b  W4 B 

Performances Geometrical characteristics 

Containment level H4b  Application Rammed 

Normalized working width (m) 1,20 Type Double 

Class of normalized working width W4 Construction width (m) 0,27 

Acceleration Severity Index (ASI) B Construction height (m) 1,30 

Normalized dynamic deflection (m)  0,90 Beam shape 3N 

Vehicle Intrusion (VI) VI5 Post shape - 

THIV (Km/h) - Post distance (m) 0,75 

Tested length (m) 58,50 Post length (m) 2,10 

CE certificate number 0531-CPR-1317-2325 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-s3aaede7f05594ac7bd6810205294f05c
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-scbef57c623204c29855eeb6fb40e27d1


Easy Rail OBB 2.0 
Steel road guardrail 

H1 W5 A 

Performances Geometrical characteristics 

Containment level H1 Application Rammed 

Normalized working width (m) 1,50 Type Single 

Class of normalized working width W5 Construction width (m) 0,18 

Acceleration Severity Index (ASI) A Construction height (m) 0,72 

Normalized dynamic deflection (m)  1,30 Beam shape BOX BEAM 

Vehicle Intrusion (VI) VI7 Post shape C100 

THIV (Km/h) - Post distance (m) 2,00 

Tested length (m) 64,00 Post length (m) 1,75 

CE certificate number 0531-CPR-1317-2920 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-sf1a592df99d44dd196aab58f99a7e0b9
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s1042718640854ab4b55140c39a051268


Easy Rail 4.00 
Steel road guardrail 

N2 W4 A 

Performances Geometrical characteristics 

Containment level N2 Application Rammed 

Normalized working width (m) 1,30 Type Single 

Class of normalized working width W4 Construction width (m) 0,21 

Acceleration Severity Index (ASI) A Construction height (m) 0,75 

Normalized dynamic deflection (m)  1,20 Beam shape A/B 

Vehicle Intrusion (VI) - Post shape - 

THIV (Km/h) - Post distance (m) 4,00 

Tested length (m) 80,00 Post length (m) 1,75 

CE certificate number 0531-CPR-1317-1042 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-sfefd892bae3d4ec3a41a83498663abc3
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-sbb3cfa28e2614a01a9ee8aa09d5f319b


Easy Rail 6.00 
Steel road guardrail 

N2 W5  A 

Performances Geometrical characteristics 

Containment level N2 Application Rammed 

Normalized working width (m) 1,70 Type Single 

Class of normalized working width W5  Construction width (m) 0,21 

Acceleration Severity Index (ASI) A Construction height (m) 0,75 

Normalized dynamic deflection (m)  1,60 Beam shape A/B 

Vehicle Intrusion (VI) - Post shape - 

THIV (Km/h) - Post distance (m) 6,00 

Tested length (m) 84,00 Post length (m) 1,75 

CE certificate number 0070-CPR-2011 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-se4c2b7b29cdc4ff0be4c5bbea7168b27
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s7864e20d79144a11b196768bcb7dfca9


Easy Rail Plus DS OS 0.75 
Steel road guardrail 

H4b  W3 B 

Performances Geometrical characteristics 

Containment level H4b  Application On structures 

Normalized working width (m) 0,90 Type Single 

Class of normalized working width W3 Construction width (m) 0,27 

Acceleration Severity Index (ASI) B Construction height (m) 1,40 

Normalized dynamic deflection (m)  0,80 Beam shape 3N 

Vehicle Intrusion (VI) VI7 Post shape - 

THIV (Km/h) - Post distance (m) 0,75 

Tested length (m) 81,00 Post length (m) 1,40 

CE certificate number 0531-CPR-1317-2561 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-s111f045e7e8c4f978e16d766bcb984da
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://www.youtube.com/embed/YC9Q3vu9UN8


Easy Rail Plus DS OS 0.75 
Steel road guardrail 

H4b  W3 B 

Performances Geometrical characteristics 

Containment level H4b  Application On structures 

Normalized working width (m) 0,90 Type Double 

Class of normalized working width W3 Construction width (m) 0,27 

Acceleration Severity Index (ASI) B Construction height (m) 1,40 

Normalized dynamic deflection (m)  0,80 Beam shape 3N 

Vehicle Intrusion (VI) VI7 Post shape - 

THIV (Km/h) - Post distance (m) 0,75 

Tested length (m) 81,00 Post length (m) 1,40 

CE certificate number 0531-CPR-1317-2561 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-s111f045e7e8c4f978e16d766bcb984da
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://www.youtube.com/embed/YC9Q3vu9UN8


Easy Rail XS 1.33 
Steel road guardrail 

N2 W2 A 

Performances Geometrical characteristics 

Containment level N2 Application Rammed 

Normalized working width (m) 0,80 Type Single 

Class of normalized working width W2 Construction width (m) 0,18 

Acceleration Severity Index (ASI) A Construction height (m) 0,75 

Normalized dynamic deflection (m)  0,70 Beam shape A/B 

Vehicle Intrusion (VI) - Post shape - 

THIV (Km/h) - Post distance (m) 1,33 

Tested length (m) 44,00 Post length (m) 1,60 

CE certificate number 0531-CPR-1317-1196 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-s717a50d5ceee487fa19c07df4d2b1860
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s0debafee2d9b4dcdb6f30aba8b54d922


Easy Rail XS 1.33 
Steel road guardrail 

H1 W3 A 

Performances Geometrical characteristics 

Containment level H1 Application Rammed 

Normalized working width (m) 0,90 Type Single 

Class of normalized working width W3 Construction width (m) 0,18 

Acceleration Severity Index (ASI) A Construction height (m) 0,75 

Normalized dynamic deflection (m)  0,80 Beam shape A/B 

Vehicle Intrusion (VI) VI4 Post shape - 

THIV (Km/h) - Post distance (m) 1,33 

Tested length (m) 52,00 Post length (m) 1,60 

CE certificate number 0531-CPR-1317-1196 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-s717a50d5ceee487fa19c07df4d2b1860
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s0debafee2d9b4dcdb6f30aba8b54d922


Easy Rail XS 2.00 
Steel road guardrail 

N2 W3 A 

Performances Geometrical characteristics 

Containment level N2 Application Rammed 

Normalized working width (m) 1,00 Type Single 

Class of normalized working width W3 Construction width (m) 0,18 

Acceleration Severity Index (ASI) A Construction height (m) 0,75 

Normalized dynamic deflection (m)  0,90 Beam shape A/B 

Vehicle Intrusion (VI) - Post shape - 

THIV (Km/h) - Post distance (m) 2,00 

Tested length (m) 48,00 Post length (m) 1,60 

CE certificate number 0531-CPR-1317-1059 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-s5160caef973848d3a51d2f7cab51631b
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s77ff257bb1f94e22876d604f15fb63d1


Easy Rail XS 2.00 
Steel road guardrail 

H1 W4 A 

Performances Geometrical characteristics 

Containment level H1 Application Rammed 

Normalized working width (m) 1,20 Type Single 

Class of normalized working width W4 Construction width (m) 0,18 

Acceleration Severity Index (ASI) A Construction height (m) 0,75 

Normalized dynamic deflection (m)  1,20 Beam shape A/B 

Vehicle Intrusion (VI) VI7 Post shape - 

THIV (Km/h) - Post distance (m) 2,00 

Tested length (m) 60,00 Post length (m) 1,60 

CE certificate number 0531-CPR-1317-1059 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-s5160caef973848d3a51d2f7cab51631b
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s77ff257bb1f94e22876d604f15fb63d1


Easy Rail XS 4.00 
Steel road guardrail 

N2 W4 A 

Performances Geometrical characteristics 

Containment level N2 Application Rammed 

Normalized working width (m) 1,30 Type Single 

Class of normalized working width W4 Construction width (m) 0,18 

Acceleration Severity Index (ASI) A Construction height (m) 0,75 

Normalized dynamic deflection (m)  1,30 Beam shape A/B 

Vehicle Intrusion (VI) - Post shape - 

THIV (Km/h) - Post distance (m) 4,00 

Tested length (m) 44,00 Post length (m) 1,60 

CE certificate number 0531-CPR-1317-1234 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-sf4afe6a20cf54c4aba87356ce8118164
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s1dc87a4bd86f45a1be0b5355496c67fd


Eco Safe 1.33 
Steel road guardrail 

H1  W3  A 

Performances Geometrical characteristics 

Containment level H1  Application Rammed 

Normalized working width (m) 1,00 Type Single 

Class of normalized working width W3  Construction width (m) 0,148 

Acceleration Severity Index (ASI) A Construction height (m) 0,75 

Normalized dynamic deflection (m)  0,80 Beam shape A/B 

Vehicle Intrusion (VI) 2,2 Post shape C 100 

THIV (Km/h) 30 Post distance (m) 1,33 

Tested length (m) 48,00 Post length (m) 1,70 

CE certificate number 0531-CPR-1317-1581 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-s5bf9b4e0b542410b9f637dd2e72606b5
https://meiser-sta.sharefile.eu/d-s676e6ad1c8d54a7b9baf3a4a2228bc81
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a


Eco Safe 4.0 
Steel road guardrail 

N2  W5  A 

Performances Geometrical characteristics 

Containment level N2  Application Rammed 

Normalized working width (m) 1,70 Type Single 

Class of normalized working width W5  Construction width (m) 0,148 

Acceleration Severity Index (ASI) A Construction height (m) 0,75 

Normalized dynamic deflection (m)  1,60 Beam shape A/B 

Vehicle Intrusion (VI) - Post shape C 100 

THIV (Km/h) 30 Post distance (m) 4,00 

Tested length (m) 48,00 Post length (m) 1,70 

CE certificate number 0531-CPR-1317-1589 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-s4119762b244c4817a951e8cfb47cab91
https://meiser-sta.sharefile.eu/d-sdec52e5e6d9f480b96ae11c136c38ca4
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a


Eco-Safe 1.33 
Steel road guardrail 

N2  W3  A 

Performances Geometrical characteristics 

Containment level N2  Application Rammed 

Normalized working width (m) 0,90 Type Single 

Class of normalized working width W3  Construction width (m) 0,148 

Acceleration Severity Index (ASI) A Construction height (m) 0,75 

Normalized dynamic deflection (m)  0,80 Beam shape A/B 

Vehicle Intrusion (VI) - Post shape C 100 

THIV (Km/h) 30 Post distance (m) 1,33 

Tested length (m) 48,00 Post length (m) 1,70 

CE certificate number 0531-CPR-1317-1581 Loading capacity (m) 1000,00 

https://meiser-sta.sharefile.eu/d-s8e7d14ea156044ad8fb26eac10e22b77
https://meiser-sta.sharefile.eu/d-s676e6ad1c8d54a7b9baf3a4a2228bc81
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a


Eco-Safe 2.0 
Steel road guardrail 

N2  W3  A 

Performances Geometrical characteristics 

Containment level N2  Application Rammed 

Normalized working width (m) 1,00 Type Single 

Class of normalized working width W3  Construction width (m) 0,148 

Acceleration Severity Index (ASI) A Construction height (m) 0,75 

Normalized dynamic deflection (m)  0,90 Beam shape A/B 

Vehicle Intrusion (VI) - Post shape C 100 

THIV (Km/h) 30 Post distance (m) 2,00 

Tested length (m) 48,00 Post length (m) 1,70 

CE certificate number 0531-CPR-1317-1644 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-s4e2beab3eb5141ccafaeb9595bafde03
https://meiser-sta.sharefile.eu/d-s4e67edcc67714b548671a963e42d24fd
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a


Eco-Safe 2.0 
Steel road guardrail 

H1  W4  A 

Performances Geometrical characteristics 

Containment level H1  Application Rammed 

Normalized working width (m) 1,30 Type Single 

Class of normalized working width W4  Construction width (m) 0,148 

Acceleration Severity Index (ASI) A Construction height (m) 0,75 

Normalized dynamic deflection (m)  1,20 Beam shape A/B 

Vehicle Intrusion (VI) 2,1 Post shape C 100 

THIV (Km/h) 30 Post distance (m) 2,00 

Tested length (m) 48,00 Post length (m) 1,70 

CE certificate number 0531-CPR-1317-1644 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-s4e2beab3eb5141ccafaeb9595bafde03
https://meiser-sta.sharefile.eu/d-s4e67edcc67714b548671a963e42d24fd
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a


Eco-Safe BW 
Steel road guardrail 

N2  W1 A  

Performances Geometrical characteristics 

Containment level N2  Application On structures 

Normalized working width (m) 0,60 Type Single 

Class of normalized working width W1 Construction width (m) 0,3 

Acceleration Severity Index (ASI) A Construction height (m) 0,70 

Normalized dynamic deflection (m)  0,50 Beam shape A/B 

Vehicle Intrusion (VI) - Post shape C125 

THIV (Km/h) 31 Post distance (m) 1,33 

Tested length (m) 36,00 Post length (m) 0,66 

CE certificate number 0531-CPR-1317-1982 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-s3de0c3ace36e4b159b230d2bd0d9b6ca
https://meiser-sta.sharefile.eu/d-sef1dba634c6d4a7d94fbc2846e5e2e5d
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a


Eco-Safe BW 
Steel road guardrail 

H1  W2 A  

Performances Geometrical characteristics 

Containment level H1  Application On structures 

Normalized working width (m) 0,80 Type Single 

Class of normalized working width W2 Construction width (m) 0,3 

Acceleration Severity Index (ASI) A Construction height (m) 0,70 

Normalized dynamic deflection (m)  0,60 Beam shape A/B 

Vehicle Intrusion (VI) 2,4 Post shape C125 

THIV (Km/h) 31 Post distance (m) 1,33 

Tested length (m) 36,00 Post length (m) 0,66 

CE certificate number 0531-CPR-1317-1982 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-sef1dba634c6d4a7d94fbc2846e5e2e5d
https://meiser-sta.sharefile.eu/d-s3de0c3ace36e4b159b230d2bd0d9b6ca
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a


Eco-Safe MPS 
Steel road guardrail 

N2  W3  A 

Performances Geometrical characteristics 

Containment level N2  Application Rammed 

Normalized working width (m)  - Type Single 

Class of normalized working width W3  Construction width (m) 0,19 

Acceleration Severity Index (ASI) A Construction height (m) 0,75 

Normalized dynamic deflection (m)   - Beam shape A/B 

Vehicle Intrusion (VI)  - Post shape C100 

THIV (Km/h)  - Post distance (m) 2,00 

Tested length (m) 48,00 Post length (m) 1,70 

CE certificate number 0531-CPR-1317-1644 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-s4e2beab3eb5141ccafaeb9595bafde03
https://meiser-sta.sharefile.eu/d-s4746ca39e12948fdb4b98d7f219a8cf9
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a


EDSP 1.33 
Steel road guardrail 

H1  W4  A  

Performances Geometrical characteristics 

Containment level H1  Application Rammed 

Normalized working width (m) 1,20 Type Single 

Class of normalized working width W4  Construction width (m) 0,5 

Acceleration Severity Index (ASI) A Construction height (m) 0,65 

Normalized dynamic deflection (m)  1,10 Beam shape A/B 

Vehicle Intrusion (VI) 2 Post shape Sigma 

THIV (Km/h) 22 Post distance (m) 1,33 

Tested length (m) 60,00 Post length (m) 1,90 

CE certificate number 0531-CPR-1317-2296 Loading capacity (m) 672,00 

https://meiser-sta.sharefile.eu/d-se5d1dd8e709049149c2b6b09bb5d4e70
https://meiser-sta.sharefile.eu/d-s73b323166a364ff5ae7431212e7f3c3e
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a


EDSP 2.0 
Steel road guardrail 

H1  W5  A  

Performances Geometrical characteristics 

Containment level H1  Application Rammed 

Normalized working width (m) 1,70 Type Single 

Class of normalized working width W5  Construction width (m) 0,5 

Acceleration Severity Index (ASI) A Construction height (m) 0,75 

Normalized dynamic deflection (m)  1,30 Beam shape A/B 

Vehicle Intrusion (VI) 2,3 Post shape Sigma 

THIV (Km/h) 19 Post distance (m) 2,00 

Tested length (m) 60,00 Post length (m) 1,90 

CE certificate number 0531-CPR-1317-2295 Loading capacity (m) 812,00 

https://meiser-sta.sharefile.eu/d-sf95a72d381d74560bd4a1fa25c446032
https://meiser-sta.sharefile.eu/d-s86819e079e2d466db79af7dba2253612
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a


EDSP BW 1.33 
Steel road guardrail 

H1  W5  A  

Performances Geometrical characteristics 

Containment level H1  Application On structures 

Normalized working width (m) 1,60 Type Single 

Class of normalized working width W5  Construction width (m) 0,23 

Acceleration Severity Index (ASI) A Construction height (m) 1,15 

Normalized dynamic deflection (m)  1,20 Beam shape A/B 

Vehicle Intrusion (VI) 2,1 Post shape Sigma 

THIV (Km/h) 20 Post distance (m) 1,33 

Tested length (m) 68,00 Post length (m) 0,52 

CE certificate number 0531-CPR-1317-2297 Loading capacity (m) 664,00 

https://meiser-sta.sharefile.eu/d-s8e5a860ff2ba41a1a1ee5f5226ec2d87
https://meiser-sta.sharefile.eu/d-sea9b3d810e1d4f6ea5a2c8f23dd214e9
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a


ESP 2.0 
Steel road guardrail 

N2  W4  A  

Performances Geometrical characteristics 

Containment level N2  Application Rammed 

Normalized working width (m) 1,30 Type Single 

Class of normalized working width W4  Construction width (m) 0,188 

Acceleration Severity Index (ASI) A Construction height (m) 0,75 

Normalized dynamic deflection (m)  1,20 Beam shape A/B 

Vehicle Intrusion (VI) - Post shape Sigma 

THIV (Km/h) - Post distance (m) 2,00 

Tested length (m) 60,00 Post length (m) 1,90 

CE certificate number 0531-CPR-1317-2294 Loading capacity (m) 1060,00 

https://meiser-sta.sharefile.eu/d-s39580242bc8d450d90b3a815ff65cf28
https://meiser-sta.sharefile.eu/d-s50480655077448ec9cdb7eac35abf9f1
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a


ESP 2.0 PLUS 
Steel road guardrail 

N2  W4  A  

Performances Geometrical characteristics 

Containment level N2  Application Rammed 

Normalized working width (m) 1,20 Type Single 

Class of normalized working width W4  Construction width (m) 0,192 

Acceleration Severity Index (ASI) A Construction height (m) 0,75 

Normalized dynamic deflection (m)  1,10 Beam shape A/B 

Vehicle Intrusion (VI) - Post shape Sigma 

THIV (Km/h) 23 Post distance (m) 2,00 

Tested length (m) 60,00 Post length (m) 1,90 

CE certificate number 0050-CPR-201 0 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-s500fcc26457e4368b5e21a47d84f585c
https://meiser-sta.sharefile.eu/d-s89d38e575df944b6bd4636d7ba2e81c7
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a


ESP 4.0 
Steel road guardrail 

N2  W5  A  

Performances Geometrical characteristics 

Containment level N2  Application Rammed 

Normalized working width (m) 1,70 Type Single 

Class of normalized working width W5  Construction width (m) 0,188 

Acceleration Severity Index (ASI) A Construction height (m) 0,75 

Normalized dynamic deflection (m)  1,60 Beam shape A/B 

Vehicle Intrusion (VI) - Post shape Sigma 

THIV (Km/h) 20 Post distance (m) 4,00 

Tested length (m) 60,00 Post length (m) 1,90 

CE certificate number 0531-CPR-1317-2292 Loading capacity (m) 1300,00 

https://meiser-sta.sharefile.eu/d-sbc923b43ca5149859da52de1764e27e8
https://meiser-sta.sharefile.eu/d-s1546599598a844838a861ed6cf0421f9
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a


ESP 4.0 Moto 
Steel road guardrail 

N2  W5  A  

Performances Geometrical characteristics 

Containment level N2  Application Rammed 

Normalized working width (m) 1,60 Type Single 

Class of normalized working width W5  Construction width (m) - 

Acceleration Severity Index (ASI) A Construction height (m) - 

Normalized dynamic deflection (m)  1,40 Beam shape A/B 

Vehicle Intrusion (VI) - Post shape Sigma 

THIV (Km/h) 26 Post distance (m) 4,00 

Tested length (m) 60,00 Post length (m) 1,90 

CE certificate number 0531-CPR-1317-2293 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-s6f1dd31f36f043f892da16d1b829d3a8
https://meiser-sta.sharefile.eu/d-s0ef8f1e30c2b46a7b39cfb0824fe3768
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a


ESP BOS 
Steel road guardrail 

N2  W3  B  

Performances Geometrical characteristics 

Containment level N2  Application Rammed 

Normalized working width (m) 0,90 Type Single 

Class of normalized working width W3  Construction width (m) - 

Acceleration Severity Index (ASI) B  Construction height (m) - 

Normalized dynamic deflection (m)  0,20 Beam shape A/B 

Vehicle Intrusion (VI) - Post shape C100/C125 

THIV (Km/h) 32 Post distance (m) - 

Tested length (m) 20,00 Post length (m) - 

CE certificate number 0062-CPR-2010 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-s50c49f5cc1154981a7604a4cd2741667
https://meiser-sta.sharefile.eu/d-s1d46a4e5551746c5905fec2a387c506d
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a


ESP PLUS W1 
Steel road guardrail 

N2 W1 B  

Performances Geometrical characteristics 

Containment level N2  Application Rammed 

Normalized working width (m) 0,60 Type Single 

Class of normalized working width W1  Construction width (m) 0,192 

Acceleration Severity Index (ASI) B  Construction height (m) 0,75 

Normalized dynamic deflection (m)  0,50 Beam shape A/B 

Vehicle Intrusion (VI) - Post shape Sigma 

THIV (Km/h) 30 Post distance (m) 0,67 

Tested length (m) 40,00 Post length (m) 1,90 

CE certificate number 0057-CPR-2010 Loading capacity (m) 500,00 

https://meiser-sta.sharefile.eu/d-s364d7177e2ba404ea9c3747980ab1b90
https://meiser-sta.sharefile.eu/d-s4c399fb6b56442e2b099f782af2cb177
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a


EURO BN H2 
Steel road guardrail 

H2  W3  C  

Performances Geometrical characteristics 

Containment level H2  Application On structures 

Normalized working width (m) 1,00 Type Single 

Class of normalized working width W3  Construction width (m) - 

Acceleration Severity Index (ASI) C  Construction height (m) - 

Normalized dynamic deflection (m)  0,70 Beam shape AF 

Vehicle Intrusion (VI) 1,1 Post shape - 

THIV (Km/h) 33 Post distance (m) 2,50 

Tested length (m) 60,00 Post length (m) - 

CE certificate number 2131/CPR/919 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-se34d8dd40f244f1ebe104f13f3efaf76
https://meiser-sta.sharefile.eu/d-s19c5ef55c08540549dd30e04cd3d3f2c
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a


EURO BN H2 with fence 
Steel road guardrail 

H2  W3  C  

Performances Geometrical characteristics 

Containment level H2  Application On structures 

Normalized working width (m) - Type Single 

Class of normalized working width W3  Construction width (m) - 

Acceleration Severity Index (ASI) C  Construction height (m) - 

Normalized dynamic deflection (m)  - Beam shape AF 

Vehicle Intrusion (VI) - Post shape - 

THIV (Km/h) - Post distance (m) 2,50 

Tested length (m) - Post length (m) - 

CE certificate number - Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-sc5e9b772cae042849a019b6481ff0f19
https://meiser-sta.sharefile.eu/d-s6db0acf62bbc4f46a028c41512a3e833
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a


Euro GS-P 
Steel road guardrail 

N2  W3  A  

Performances Geometrical characteristics 

Containment level N2  Application On structures 

Normalized working width (m) 1,00 Type Single 

Class of normalized working width W3  Construction width (m) - 

Acceleration Severity Index (ASI) A Construction height (m) - 

Normalized dynamic deflection (m)  0,90 Beam shape - 

Vehicle Intrusion (VI) - Post shape - 

THIV (Km/h) - Post distance (m) - 

Tested length (m) - Post length (m) - 

CE certificate number 1826-CPR-12-DR11 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-s0c9b53993efd44d593c7208c565351d5
https://meiser-sta.sharefile.eu/d-sa5ff08a6b98742a5a289e4c4907c47c4
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a


EURO GS 1.33 
Steel road guardrail 

N2  W2  A  

Performances Geometrical characteristics 

Containment level N2  Application Rammed 

Normalized working width (m) 0,70 Type Single 

Class of normalized working width W2  Construction width (m) 0,18 

Acceleration Severity Index (ASI) A Construction height (m) 0,71 

Normalized dynamic deflection (m)  0,60 Beam shape AF 

Vehicle Intrusion (VI) - Post shape C100 

THIV (Km/h) 31 Post distance (m) 1,33 

Tested length (m) 52,00 Post length (m) 1,50 

CE certificate number 1826-CPR-12-DR07 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-sb7a08af53eaf42b4875df6e1a28f649e
https://meiser-sta.sharefile.eu/d-s825d875517f3424992af33570ea2ffc7
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a


EURO GS 2.0 
Steel road guardrail 

N2  W3  A 

Performances Geometrical characteristics 

Containment level N2  Application Rammed 

Normalized working width (m) 0,90 Type Single 

Class of normalized working width W3  Construction width (m) 0,18 

Acceleration Severity Index (ASI) A Construction height (m) 0,71 

Normalized dynamic deflection (m)  0,80 Beam shape AF 

Vehicle Intrusion (VI) - Post shape C100 

THIV (Km/h) 31 Post distance (m) 2,00 

Tested length (m) 52,00 Post length (m) 1,50 

CE certificate number 1826-CPR-12-DR08 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-s386922820b654b1381ea119d59def9ca
https://meiser-sta.sharefile.eu/d-s1caf23be1f1b4cd389c3e1311a3615ba
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a


EURO GS 4.0 
Steel road guardrail 

N2  W4  A 

Performances Geometrical characteristics 

Containment level N2  Application Rammed 

Normalized working width (m) 1,20 Type Single 

Class of normalized working width W4  Construction width (m) 0,18 

Acceleration Severity Index (ASI) A Construction height (m) 0,71 

Normalized dynamic deflection (m)  1,10 Beam shape AF 

Vehicle Intrusion (VI) - Post shape C 100 

THIV (Km/h) - Post distance (m) 4,00 

Tested length (m) - Post length (m) 1,50 

CE certificate number 1826-CPR-12-DR09 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-sb3a19c0573984394922802a1caf661fa
https://meiser-sta.sharefile.eu/d-sb0f7c9c97d1a468c8eba8aca71d8671f
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a


EURO GS 6.0 
Steel road guardrail 

N2  W4  A 

Performances Geometrical characteristics 

Containment level N2  Application Rammed 

Normalized working width (m) 1,20 Type Single 

Class of normalized working width W4  Construction width (m) 0,18 

Acceleration Severity Index (ASI) A Construction height (m) 0,71 

Normalized dynamic deflection (m)  1,10 Beam shape AF 

Vehicle Intrusion (VI) - Post shape C 100 

THIV (Km/h) - Post distance (m) 6,00 

Tested length (m) - Post length (m) 1,50 

CE certificate number 1826-CPR-12-DR10 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-s6dce58fcc217422c8e10e98adf5637a2
https://meiser-sta.sharefile.eu/d-se0a32777d13e469799c2b32250d9988d
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a


MB1 
Steel and wood road guardrail 

N2 W6 A 

Performances Geometrical characteristics 

Containment level N2 Application Rammed 

Normalized working width (m) 1,90 Type Wood/steel 

Class of normalized working width W6 Construction width (m) 0,31 

Acceleration Severity Index (ASI) A Construction height (m) 0,70 

Normalized dynamic deflection (m)  1,80 Beam shape - 

Vehicle Intrusion (VI) - Post shape C100 

THIV (Km/h) 21,8 Post distance (m) 3,00 

Tested length (m) 48,00 Post length (m) 2,00 

CE certificate number 2131-CPR-929 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-s2e0fcae265c549f0a707655a6959e134
https://meiser-sta.sharefile.eu/d-s32942ae4654c4d9d968115a1fa2b7ab5
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a


MB2 2.0 
Steel and wood road guardrail 

N2 W5 A 

Performances Geometrical characteristics 

Containment level N2 Application Rammed 

Normalized working width (m) 1,60 Type Wood/steel 

Class of normalized working width W5 Construction width (m) 0,368 

Acceleration Severity Index (ASI) A Construction height (m) 0,67 

Normalized dynamic deflection (m)  1,40 Beam shape - 

Vehicle Intrusion (VI) - Post shape C100 

THIV (Km/h) 21 Post distance (m) 2,00 

Tested length (m) 48,00 Post length (m) 1,50 

CE certificate number 2131-CPR-930 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-s5e32ec0ed76146d48ff5809de8024be2
https://meiser-sta.sharefile.eu/d-sffb153d618c249eebe558dfd0df08e15
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a


MB2 4.0 
Steel and wood road guardrail 

N2 W7 A 

Performances Geometrical characteristics 

Containment level N2 Application Rammed 

Normalized working width (m) 2,30 Type Wood/steel 

Class of normalized working width W7 Construction width (m) 0,68 

Acceleration Severity Index (ASI) A Construction height (m) 0,67 

Normalized dynamic deflection (m)  2,10 Beam shape - 

Vehicle Intrusion (VI) - Post shape C100 

THIV (Km/h) 21 Post distance (m) 4,00 

Tested length (m) 56,00 Post length (m) 1,50 

CE certificate number 2131-CPR-930 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-s5e32ec0ed76146d48ff5809de8024be2
https://meiser-sta.sharefile.eu/d-s9415bd26e76d4727ae649def533aecde
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a


GATE-GUARD 
Steel road guardrail 

H2 W7 B 

Performances Geometrical characteristics 

Containment level H2 Application Opening system 

Normalized working width (m) 2,30 Type Double 

Class of normalized working width W7 Construction width (m) 0,7 

Acceleration Severity Index (ASI) B Construction height (m) 0,90 

Normalized dynamic deflection (m)  1,60 Beam shape - 

Vehicle Intrusion (VI) - Post shape - 

THIV (Km/h) 33 Post distance (m) - 

Tested length (m) 48,80 Post length (m) - 

CE certificate number 1826-CPR-10-DR06 Loading capacity (m) 112,00 

https://meiser-sta.sharefile.eu/d-sec8a466f7cdd4834af403b149c1d5e2a
https://meiser-sta.sharefile.eu/d-s600b6ab75d7243eda5f3bb893f33bc7c
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-sf981f5c6e6c84b6ab93a82a70d164bd2
https://replay.dropbox.com/share/W6bu106fEiXNjoqU?video_version_id=pid_rvv%3AAAAAABs_IPJdl1ng5QcroRXO4NwngQc8C3W7_I_FBuc872RU


GATE-GUARD QC 
Steel road guardrail 

H2 W8 B 

Performances Geometrical characteristics 

Containment level H2 Application Opening system 

Normalized working width (m) 3,20 Type Double 

Class of normalized working width W8 Construction width (m) 0,7 

Acceleration Severity Index (ASI) B Construction height (m) 0,90 

Normalized dynamic deflection (m)  2,50 Beam shape - 

Vehicle Intrusion (VI) - Post shape - 

THIV (Km/h) 24 Post distance (m) - 

Tested length (m) 40,00 Post length (m) - 

CE certificate number 2251-CPR-0183 Loading capacity (m) 112,00 

https://meiser-sta.sharefile.eu/d-s1caa83621cca4cda8f631a83f7208b0b
https://meiser-sta.sharefile.eu/d-sbf8205e0f7874d7aaa501857c9a0c3c3
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-sf981f5c6e6c84b6ab93a82a70d164bd2
https://replay.dropbox.com/share/4fyCpDTdZwHzAO9P?video_version_id=pid_rvv%3AAAAAABSXw9nW6aj_bZhsBuih5BvZl0IZc_ucLxac_NvvEkqs


Geometrical characteristics 

MGS 2.0 
Steel road guardrail 

N2  W5  A   

N2  Application Rammed 

Normalized working width (m) 1,40 Type Single 

Class of normalized working width W5  Construction width (m) 0,33 

Acceleration Severity Index (ASI) A Construction height (m) 0,70 

Normalized dynamic deflection (m)  1,20 Beam shape AF 

Vehicle Intrusion (VI)  - Post shape C 100 

THIV (Km/h) 22 Post distance (m) 2,00 

Tested length (m) 80,00 Post length (m) 1,50 

CE certificate number 1826-CPR-12-DR12  Loading capacity (m) -

Performances 

Containment level 

https://meiser-sta.sharefile.eu/d-sb250a3e66b4348d29c577d7054a8b5d8
https://meiser-sta.sharefile.eu/d-sdb6ef666bf92425d84b2f9817a6c9d2c
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s375c6f867c85436fa450ec3da40fb825


MGS 4.0 
Steel road guardrail 

N2  W6  A  

Performances Geometrical characteristics 

Containment level N2  Application Rammed 

Normalized working width (m) 1,90 Type Single 

Class of normalized working width W6  Construction width (m) 0,34 

Acceleration Severity Index (ASI) A Construction height (m) 0,70 

Normalized dynamic deflection (m)  1,60 Beam shape AF 

Vehicle Intrusion (VI) - Post shape C 100 

THIV (Km/h) 21,5 Post distance (m) 4,00 

Tested length (m) 80,00 Post length (m) 1,50 

CE certificate number 1826-CPR-12-DR13  Loading capacity (m) 1320,00 

https://meiser-sta.sharefile.eu/d-s1b1112193df14874ad69d883b071f3ee
https://meiser-sta.sharefile.eu/d-s9163d647244f41fdb3a306d3a7e921b9
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s375c6f867c85436fa450ec3da40fb825


Geometrical characteristics 

GS2 P 
Steel road guardrail 

N2  W4  A   

N2  Application Rammed 

Normalized working width (m) 1,30 Type Single 

Class of normalized working width W4  Construction width (m) 0,33 

Acceleration Severity Index (ASI) A Construction height (m) 0,70 

Normalized dynamic deflection (m)  1,10 Beam shape AF 

Vehicle Intrusion (VI)  - Post shape C 100 

THIV (Km/h) 22 Post distance (m) 2,00 

Tested length (m) 92,00 Post length (m) 1,50 

CE certificate number 
1826-CPR-09-02-05-
DR01  

Loading capacity (m) -

Performances 

Containment level 

https://meiser-sta.sharefile.eu/d-s051fe13e9b0e4ed6b81f46312893fad7
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s375c6f867c85436fa450ec3da40fb825
https://meiser-sta.sharefile.eu/d-sdfc241a5824a418bb5fd594cc974ed2c


GS4 P 
Steel road guardrail 

N2  W5  A  

Performances Geometrical characteristics 

Containment level N2  Application Rammed 

Normalized working width (m) 1,70 Type Single 

Class of normalized working width W5  Construction width (m) 0,34 

Acceleration Severity Index (ASI) A Construction height (m) 0,70 

Normalized dynamic deflection (m)  1,40 Beam shape AF 

Vehicle Intrusion (VI) - Post shape C 100 

THIV (Km/h) 21,5 Post distance (m) 4,00 

Tested length (m) 92,00 Post length (m) 1,50 

CE certificate number 
1826-CPR-10-02-12-
DR02  

Loading capacity (m) 1320,00 

https://meiser-sta.sharefile.eu/d-s3ea682f627264595a2181f95bffab6a8
https://meiser-sta.sharefile.eu/d-sd31fc6490c41422181c80733692ef3a0
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s375c6f867c85436fa450ec3da40fb825


HBB 1.33 
Steel road guardrail 

N2  W2  A  

Performances Geometrical characteristics 

Containment level N2  Application Rammed 

Normalized working width (m) 0,80 Type Single 

Class of normalized working width W2  Construction width (m) 0,19 

Acceleration Severity Index (ASI) A Construction height (m) 0,75 

Normalized dynamic deflection (m)  0,70 Beam shape A/B/AF 

Vehicle Intrusion (VI) - Post shape Sigma 

THIV (Km/h) 28 Post distance (m) 1,33 

Tested length (m) 40,00 Post length (m) 1,75 

CE certificate number 2251-CPR-0181 Loading capacity (m) 912,00 

https://meiser-sta.sharefile.eu/d-sfe6ea68b8e01431898fbcd72ff1803e9
https://meiser-sta.sharefile.eu/d-sb88c234625f94b69848aab31d18e9e40
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-sa9746de5ba564b508452335ffe1b14a2


HBB 1.33 
Steel road guardrail 

H1  W4  A  

Performances Geometrical characteristics 

Containment level H1  Application Rammed 

Normalized working width (m) 1,30 Type Single 

Class of normalized working width W4  Construction width (m) 0,19 

Acceleration Severity Index (ASI) A Construction height (m) 0,75 

Normalized dynamic deflection (m)  1,20 Beam shape A/B/AF 

Vehicle Intrusion (VI) 2,6 Post shape Sigma 

THIV (Km/h) 28 Post distance (m) 1,33 

Tested length (m) 52,00 Post length (m) 1,75 

CE certificate number 2251-CPR-0181 Loading capacity (m) 912,00 

https://meiser-sta.sharefile.eu/d-sfe6ea68b8e01431898fbcd72ff1803e9
https://meiser-sta.sharefile.eu/d-sb88c234625f94b69848aab31d18e9e40
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-sa9746de5ba564b508452335ffe1b14a2


HBB 1.33 BW 
Steel road guardrail 

H1  W2 A  

Performances Geometrical characteristics 

Containment level H1  Application On structures 

Normalized working width (m) 0,80 Type Single 

Class of normalized working width W2 Construction width (m) 0,27 

Acceleration Severity Index (ASI) A Construction height (m) 0,75 

Normalized dynamic deflection (m)  0,70 Beam shape A/B/AF 

Vehicle Intrusion (VI) 1,5 Post shape C 125 

THIV (Km/h) 31 Post distance (m) 1,33 

Tested length (m) 60,00 Post length (m) 0,59 

CE certificate number 2251-CPR-0181 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-sfe6ea68b8e01431898fbcd72ff1803e9
https://meiser-sta.sharefile.eu/d-sd8c19cb59aa343c9bf344097c2beba17
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-sa9746de5ba564b508452335ffe1b14a2


HBB 1.33 Plus 
Steel road guardrail 

N2  W2  A 

Performances Geometrical characteristics 

Containment level N2  Application Rammed 

Normalized working width (m) 0,80 Type Single 

Class of normalized working width W2  Construction width (m) 0,21 

Acceleration Severity Index (ASI) A Construction height (m) 0,75 

Normalized dynamic deflection (m)  0,70 Beam shape A/B/AF 

Vehicle Intrusion (VI) - Post shape C 125 

THIV (Km/h) 32,7 Post distance (m) 1,33 

Tested length (m) 52,00 Post length (m) 1,75 

CE certificate number 2251-CPR-0181 Loading capacity (m) 776,00 

https://meiser-sta.sharefile.eu/d-sfe6ea68b8e01431898fbcd72ff1803e9
https://meiser-sta.sharefile.eu/d-s9c5a09f62b6348189b067ae7d80d018f
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-sa9746de5ba564b508452335ffe1b14a2


HBB 1.33 Plus 
Steel road guardrail 

H1  W3  A  

Performances Geometrical characteristics 

Containment level H1  Application Rammed 

Normalized working width (m) 1,00 Type Single 

Class of normalized working width W3  Construction width (m) 0,21 

Acceleration Severity Index (ASI) A Construction height (m) 0,75 

Normalized dynamic deflection (m)  0,90 Beam shape A/B/AF 

Vehicle Intrusion (VI) 1,6 Post shape C 125 

THIV (Km/h) 31 Post distance (m) 1,33 

Tested length (m) 52,00 Post length (m) 1,75 

CE certificate number 2251-CPR-0181 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-sfe6ea68b8e01431898fbcd72ff1803e9
https://meiser-sta.sharefile.eu/d-s9c5a09f62b6348189b067ae7d80d018f
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-sa9746de5ba564b508452335ffe1b14a2


HBB 2.0 
Steel road guardrail 

N2  W4  A  

Performances Geometrical characteristics 

Containment level N2  Application Rammed 

Normalized working width (m) 1,3 (A) | 1,2 (B) Type Single 

Class of normalized working width W4  Construction width (m) 0,19 

Acceleration Severity Index (ASI) A Construction height (m) 0,75 

Normalized dynamic deflection (m)  1,2  (A) | 1,1  (B) Beam shape A/B/AF 

Vehicle Intrusion (VI) - Post shape Sigma 

THIV (Km/h) 22 Post distance (m) 2,00 

Tested length (m) 40,00 Post length (m) 1,75 

CE certificate number 2251-CPR-0181 Loading capacity (m) 1084,00 

https://meiser-sta.sharefile.eu/d-sfe6ea68b8e01431898fbcd72ff1803e9
https://meiser-sta.sharefile.eu/d-s846a4d0a58624c258192c26c952710e4
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-sa9746de5ba564b508452335ffe1b14a2


HBB 2.0 b 
Steel road guardrail 

N2  W3  A  

Performances Geometrical characteristics 

Containment level N2  Application Rammed 

Normalized working width (m) 1,20 Type Single 

Class of normalized working width W3  Construction width (m) 0,19 

Acceleration Severity Index (ASI) A Construction height (m) 0,75 

Normalized dynamic deflection (m)  1,10 Beam shape A/B/AF 

Vehicle Intrusion (VI) - Post shape Sigma 

THIV (Km/h) 22 Post distance (m) 2,00 

Tested length (m) 40,00 Post length (m) 1,90 

CE certificate number 2251-CPR-0181 Loading capacity (m) 1060,00 

https://meiser-sta.sharefile.eu/d-sfe6ea68b8e01431898fbcd72ff1803e9
https://meiser-sta.sharefile.eu/d-s71d195208b5d479fb411c53159cf3ce4
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-sa9746de5ba564b508452335ffe1b14a2


HBB 2.0 Plus 
Steel road guardrail 

N2  W3  A 

Performances Geometrical characteristics 

Containment level N2  Application Rammed 

Normalized working width (m) 1,00 Type Single 

Class of normalized working width W3  Construction width (m) 0,21 

Acceleration Severity Index (ASI) A Construction height (m) 0,75 

Normalized dynamic deflection (m)  0,90 Beam shape A/B/AF 

Vehicle Intrusion (VI) - Post shape C 125 

THIV (Km/h) 31 Post distance (m) 2,00 

Tested length (m) 40,00 Post length (m) 1,60 

CE certificate number 2251-CPR-0181 Loading capacity (m) 1000,00 

https://meiser-sta.sharefile.eu/d-sfe6ea68b8e01431898fbcd72ff1803e9
https://meiser-sta.sharefile.eu/d-sbd6655404e134078839e753a74f02ef9
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-sa9746de5ba564b508452335ffe1b14a2


HBB 2.0 Plus 
Steel road guardrail 

H1  W4  A 

Performances Geometrical characteristics 

Containment level H1  Application Rammed 

Normalized working width (m) 1,20 Type Single 

Class of normalized working width W4  Construction width (m) 0,21 

Acceleration Severity Index (ASI) A Construction height (m) 0,75 

Normalized dynamic deflection (m)  1,10 Beam shape A/B/AF 

Vehicle Intrusion (VI) 2,1 Post shape C 125 

THIV (Km/h) 31 Post distance (m) 2,00 

Tested length (m) 52,00 Post length (m) 1,60 

CE certificate number 2251-CPR-0181 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-sfe6ea68b8e01431898fbcd72ff1803e9
https://meiser-sta.sharefile.eu/d-sbd6655404e134078839e753a74f02ef9
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-sa9746de5ba564b508452335ffe1b14a2


HBB 4.0 
Steel road guardrail 

N2  W5  A  

Performances Geometrical characteristics 

Containment level N2  Application Rammed 

Normalized working width (m) 1,50 Type Single 

Class of normalized working width W5  Construction width (m) 0,19 

Acceleration Severity Index (ASI) A Construction height (m) 0,75 

Normalized dynamic deflection (m)  1,40 Beam shape A/B/AF 

Vehicle Intrusion (VI) - Post shape Sigma 

THIV (Km/h) 18 Post distance (m) 4,00 

Tested length (m) 40,00 Post length (m) 1,75 

CE certificate number 2251-CPR-0181 Loading capacity (m) 1340,00 

https://meiser-sta.sharefile.eu/d-sfe6ea68b8e01431898fbcd72ff1803e9
https://meiser-sta.sharefile.eu/d-sc551f908ca2b4cb99138755d85641757
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-sa9746de5ba564b508452335ffe1b14a2


HBB 4.0 Plus 
Steel road guardrail 

N2  W4  A 

Performances Geometrical characteristics 

Containment level N2  Application Rammed 

Normalized working width (m) 1,30 Type Single 

Class of normalized working width W4  Construction width (m) 0,21 

Acceleration Severity Index (ASI) A Construction height (m) 0,75 

Normalized dynamic deflection (m)  1,20 Beam shape A/B/AF 

Vehicle Intrusion (VI) - Post shape C 125 

THIV (Km/h) 31 Post distance (m) 4,00 

Tested length (m) 40,00 Post length (m) 1,75 / 160 

CE certificate number 2251-CPR-0181 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-sfe6ea68b8e01431898fbcd72ff1803e9
https://meiser-sta.sharefile.eu/d-s401c7899d1784703881391814e350a21
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-sa9746de5ba564b508452335ffe1b14a2


HBB 6.0 Plus AF-HLK 
Steel road guardrail 

N2  W5  A 

Performances Geometrical characteristics 

Containment level N2  Application Rammed 

Normalized working width (m) 1,50 Type Single 

Class of normalized working width W5  Construction width (m) 0,21 

Acceleration Severity Index (ASI) A Construction height (m) 0,75 

Normalized dynamic deflection (m)  1,40 Beam shape A/B/AF 

Vehicle Intrusion (VI) 1,7 Post shape C125 

THIV (Km/h) 33 Post distance (m) 6,00 

Tested length (m) 84,00 Post length (m) 1,60 

CE certificate number 2251-CPR-0181 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-sfe6ea68b8e01431898fbcd72ff1803e9
https://meiser-sta.sharefile.eu/d-s03bf785e135c42af8afff27d1fae1ece
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-sa9746de5ba564b508452335ffe1b14a2


HLK 1.33 
Steel road guardrail 

N2  W2  A  

Performances Geometrical characteristics 

Containment level N2  Application Rammed 

Normalized working width (m) 0,80 Type Single 

Class of normalized working width W2  Construction width (m) 0,185 

Acceleration Severity Index (ASI) A Construction height (m) 0,75 

Normalized dynamic deflection (m)  0,70 Beam shape A/B/AF 

Vehicle Intrusion (VI) - Post shape Sigma 

THIV (Km/h) 31 Post distance (m) 1,33 

Tested length (m) 40,00 Post length (m) 1,60 

CE certificate number 2251-CPR-0181 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-sfe6ea68b8e01431898fbcd72ff1803e9
https://meiser-sta.sharefile.eu/d-s9436dd7269464548919f30bbb1fbf123
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-sa9746de5ba564b508452335ffe1b14a2


HLK 1.33 
Steel road guardrail 

H1  W4  A  

Performances Geometrical characteristics 

Containment level H1  Application Rammed 

Normalized working width (m) 1,30 Type Single 

Class of normalized working width W4  Construction width (m) 0,185 

Acceleration Severity Index (ASI) A Construction height (m) 0,75 

Normalized dynamic deflection (m)  1,20 Beam shape A/B/AF 

Vehicle Intrusion (VI) 2,6 Post shape Sigma 

THIV (Km/h) 32,7 Post distance (m) 1,33 

Tested length (m) 52,00 Post length (m) 1,60 

CE certificate number 2251-CPR-0181 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-sfe6ea68b8e01431898fbcd72ff1803e9
https://meiser-sta.sharefile.eu/d-s9436dd7269464548919f30bbb1fbf123
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-sa9746de5ba564b508452335ffe1b14a2


HLK 1.33 BW 
Steel road guardrail 

H1  W2 A  

Performances Geometrical characteristics 

Containment level H1  Application On structures 

Normalized working width (m) 0,80 Type Single 

Class of normalized working width W2 Construction width (m) 0,27 

Acceleration Severity Index (ASI) A Construction height (m) 0,75 

Normalized dynamic deflection (m)  0,70 Beam shape A/B/AF 

Vehicle Intrusion (VI) 1,5 Post shape - 

THIV (Km/h) 32,7 Post distance (m) 1,33 

Tested length (m) 60,00 Post length (m) - 

CE certificate number 2251-CPR-0181 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-sfe6ea68b8e01431898fbcd72ff1803e9
https://meiser-sta.sharefile.eu/d-scb5159aa2a384aef9746bb8701312c10
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-sa9746de5ba564b508452335ffe1b14a2


HLK 1.33 Plus 
Steel road guardrail 

N2  W2  A 

Performances Geometrical characteristics 

Containment level N2  Application Rammed 

Normalized working width (m) 1,00 Type Single 

Class of normalized working width W2  Construction width (m) 0,21 

Acceleration Severity Index (ASI) A Construction height (m) 0,75 

Normalized dynamic deflection (m)  0,90 Beam shape A/B/AF 

Vehicle Intrusion (VI) 1,6 Post shape C 125 

THIV (Km/h) 32,7 Post distance (m) 1,33 

Tested length (m) 52,00 Post length (m) 1,60 

CE certificate number 2251-CPR-0181 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-sfe6ea68b8e01431898fbcd72ff1803e9
https://meiser-sta.sharefile.eu/d-s6f0bc82c096e4af7bf70e6cb9a445f49
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-sa9746de5ba564b508452335ffe1b14a2


HLK 1.33 Plus 
Steel road guardrail 

H1  W3  A  

Performances Geometrical characteristics 

Containment level H1  Application Rammed 

Normalized working width (m) 1,00 Type Single 

Class of normalized working width W3  Construction width (m) 0,21 

Acceleration Severity Index (ASI) A Construction height (m) 0,75 

Normalized dynamic deflection (m)  0,90 Beam shape A/B/AF 

Vehicle Intrusion (VI) 1,6 Post shape C 125 

THIV (Km/h) 32,7 Post distance (m) 1,33 

Tested length (m) 52,00 Post length (m) 1,60 

CE certificate number 2251-CPR-0181 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-sfe6ea68b8e01431898fbcd72ff1803e9
https://meiser-sta.sharefile.eu/d-s6f0bc82c096e4af7bf70e6cb9a445f49
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-sa9746de5ba564b508452335ffe1b14a2


HLK 2.0 
Steel road guardrail 

N2  W4  A  

Performances Geometrical characteristics 

Containment level N2  Application Rammed 

Normalized working width (m) 1,3 (A) | 1,2 (B) Type Single 

Class of normalized working width W4  Construction width (m) 0,185 

Acceleration Severity Index (ASI) A Construction height (m) 0,75 

Normalized dynamic deflection (m)  1,2  (A) | 1,1  (B) Beam shape A/B/AF 

Vehicle Intrusion (VI) - Post shape Sigma 

THIV (Km/h) 32,7 Post distance (m) 2,00 

Tested length (m) 40,00 Post length (m) 1,60 

CE certificate number 2251-CPR-0181 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-sfe6ea68b8e01431898fbcd72ff1803e9
https://meiser-sta.sharefile.eu/d-s3e0c4955afd9420790b2c568f231af14
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-sa9746de5ba564b508452335ffe1b14a2


HLK 2.0 b 
Steel road guardrail 

N2  W3  A  

Performances Geometrical characteristics 

Containment level N2  Application Rammed 

Normalized working width (m) 1,20 Type Single 

Class of normalized working width W3  Construction width (m) 0,185 

Acceleration Severity Index (ASI) A Construction height (m) 0,75 

Normalized dynamic deflection (m)  1,10 Beam shape A/B/AF 

Vehicle Intrusion (VI) - Post shape Sigma 

THIV (Km/h) 32,7 Post distance (m) 2,00 

Tested length (m) 40,00 Post length (m) 1,90 

CE certificate number 2251-CPR-0181 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-sfe6ea68b8e01431898fbcd72ff1803e9
https://meiser-sta.sharefile.eu/d-sa0b7a54d622c465693a0b2ca319f63bd
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-sa9746de5ba564b508452335ffe1b14a2


HLK 2.0 Plus 
Steel road guardrail 

N2  W3  A 

Performances Geometrical characteristics 

Containment level N2  Application Rammed 

Normalized working width (m) 1,00 Type Single 

Class of normalized working width W3  Construction width (m) 0,21 

Acceleration Severity Index (ASI) A Construction height (m) 0,75 

Normalized dynamic deflection (m)  0,90 Beam shape A/B/AF 

Vehicle Intrusion (VI) - Post shape C 125 

THIV (Km/h) 32,7 Post distance (m) 2,00 

Tested length (m) 40,00 Post length (m) 1,60 

CE certificate number 2251-CPR-0181 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-sfe6ea68b8e01431898fbcd72ff1803e9
https://meiser-sta.sharefile.eu/d-s98cf7b21819948d28960e8f0d353464e
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-sa9746de5ba564b508452335ffe1b14a2


HLK 2.0 Plus 
Steel road guardrail 

H1  W4  A 

Performances Geometrical characteristics 

Containment level H1  Application Rammed 

Normalized working width (m) 1,20 Type Single 

Class of normalized working width W4  Construction width (m) 0,21 

Acceleration Severity Index (ASI) A Construction height (m) 0,75 

Normalized dynamic deflection (m)  1,10 Beam shape A/B/AF 

Vehicle Intrusion (VI) 2,1 Post shape C 125 

THIV (Km/h) 32,7 Post distance (m) 2,00 

Tested length (m) 52,00 Post length (m) 1,60 

CE certificate number 2251-CPR-0181 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-sfe6ea68b8e01431898fbcd72ff1803e9
https://meiser-sta.sharefile.eu/d-s98cf7b21819948d28960e8f0d353464e
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-sa9746de5ba564b508452335ffe1b14a2


HLK 4.0 
Steel road guardrail 

N2  W5  A  

Performances Geometrical characteristics 

Containment level N2  Application Rammed 

Normalized working width (m) 1,50 Type Single 

Class of normalized working width W5  Construction width (m) 0,185 

Acceleration Severity Index (ASI) A Construction height (m) 0,75 

Normalized dynamic deflection (m)  1,40 Beam shape A/B/AF 

Vehicle Intrusion (VI) - Post shape Sigma 

THIV (Km/h) 32,7 Post distance (m) 4,00 

Tested length (m) 40,00 Post length (m) 1,60 

CE certificate number 2251-CPR-0181 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-sfe6ea68b8e01431898fbcd72ff1803e9
https://meiser-sta.sharefile.eu/d-s111217d6d0de4627960edaa713719f85
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-sa9746de5ba564b508452335ffe1b14a2


HLK 4.0 Plus 
Steel road guardrail 

N2  W4  A 

Performances Geometrical characteristics 

Containment level N2  Application Rammed 

Normalized working width (m) 1,30 Type Single 

Class of normalized working width W4  Construction width (m) 0,21 

Acceleration Severity Index (ASI) A Construction height (m) 0,75 

Normalized dynamic deflection (m)  1,20 Beam shape A/B/AF 

Vehicle Intrusion (VI) - Post shape C 125 

THIV (Km/h) 32,7 Post distance (m) 4,00 

Tested length (m) 40,00 Post length (m) 1,60 

CE certificate number 2251-CPR-0181 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-sfe6ea68b8e01431898fbcd72ff1803e9
https://meiser-sta.sharefile.eu/d-s9534cc08498a46debbda2c4c3c963d4d
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-sa9746de5ba564b508452335ffe1b14a2


MDB L 2.0 
Steel road guardrail 

N2  W2  A 

Performances Geometrical characteristics 

Containment level N2  Application Rammed 

Normalized working width (m) 0,80 Type Single 

Class of normalized working width W2  Construction width (m) 0,21 

Acceleration Severity Index (ASI) A Construction height (m) 0,75 

Normalized dynamic deflection (m)  0,70 Beam shape A/B 

Vehicle Intrusion (VI) - Post shape C125 

THIV (Km/h) 32 Post distance (m) 2,00 

Tested length (m) 48,00 Post length (m) 1,60 

CE certificate number 0531-CPR-1317-3024 Loading capacity (m) -

https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s74e27983747b43d6a77ee1b4be461921
https://meiser-sta.sharefile.eu/d-s42ac4eff8fe24034bebaa0b4ba86e74f


MDB L 2.0 
Steel road guardrail 

H1  W3  A 

Performances Geometrical characteristics 

Containment level H1  Application Rammed 

Normalized working width (m) 1,00 Type Single 

Class of normalized working width W3  Construction width (m) 0,21 

Acceleration Severity Index (ASI) A Construction height (m) 0,75 

Normalized dynamic deflection (m)  0,80 Beam shape 

Vehicle Intrusion (VI) 1,5 Post shape C 125 

THIV (Km/h) 32 Post distance (m) 2,00 

Tested length (m) 48,00 Post length (m) 1,60 

CE certificate number Loading capacity (m) -

A/B 

0531-CPR-1317-3024

https://meiser-sta.sharefile.eu/share/view/s74e27983747b43d6a77ee1b4be461921
https://meiser-sta.sharefile.eu/d-scf6693ca0ef14bc7a8abdc37fc060f3f
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a


MDB L 3.0 
Steel road guardrail 

N2  W3  A 

Performances Geometrical characteristics 

Containment level N2  Application Rammed 

Normalized working width (m) 1,00 Type Single 

Class of normalized working width W3  Construction width (m) 0,21 

Acceleration Severity Index (ASI) A Construction height (m) 0,75 

Normalized dynamic deflection (m)  0,90 Beam shape 

Vehicle Intrusion (VI) - Post shape C125 

THIV (Km/h) 32 Post distance (m) 3,00 

Tested length (m) 48,00 Post length (m) 1,60 

CE certificate number Loading capacity (m) -

A/B 

0531-CPR-1317-3025

https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s63e0c0cb37af4c52b8727c96fd907dd7
https://meiser-sta.sharefile.eu/d-sc5e4057c6f2f4eb0bb69aa73301b5a69


MDB L 3.0 
Steel road guardrail 

H1  W4  A 

Performances Geometrical characteristics 

Containment level H1  Application Rammed 

Normalized working width (m) 1,20 Type Single 

Class of normalized working width W4  Construction width (m) 0,21 

Acceleration Severity Index (ASI) A Construction height (m) 0,75 

Normalized dynamic deflection (m)  1,00 Beam shape 

Vehicle Intrusion (VI) 1,7 Post shape C 125 

THIV (Km/h) 32 Post distance (m) 3,00 

Tested length (m) 48,00 Post length (m) 1,60 

CE certificate number Loading capacity (m) -

A/B 

0531-CPR-1317-3025

https://meiser-sta.sharefile.eu/d-s63e0c0cb37af4c52b8727c96fd907dd7
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-sc5e4057c6f2f4eb0bb69aa73301b5a69


MDB L 4.0 
Steel road guardrail 

N2  W4  A 

Performances Geometrical characteristics 

Containment level N2  Application Rammed 

Normalized working width (m) 1,20 Type Single 

Class of normalized working width W4  Construction width (m) 0,21 

Acceleration Severity Index (ASI) A Construction height (m) 0,75 

Normalized dynamic deflection (m)  1,10 Beam shape 

Vehicle Intrusion (VI) - Post shape C 125 

THIV (Km/h) 33 Post distance (m) 4,00 

Tested length (m) 48,00 Post length (m) 1,60 

CE certificate number Loading capacity (m) -

A/B 

0531-CPR-1317-3026

https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s2468e66e1f9346de83d861f7e83e1ed4
https://meiser-sta.sharefile.eu/d-s8f541658d3aa413aacf2b1225502f0b3


MDB L 4.0 
Steel road guardrail 

H1  W4  A 

Performances Geometrical characteristics 

Containment level H1  Application Rammed 

Normalized working width (m) 1,30 Type Single 

Class of normalized working width W4  Construction width (m) 0,21 

Acceleration Severity Index (ASI) A Construction height (m) 0,75 

Normalized dynamic deflection (m)  1,10 Beam shape 

Vehicle Intrusion (VI) 1,7 Post shape C 125 

THIV (Km/h) 32 Post distance (m) 4,00 

Tested length (m) 48,00 Post length (m) 1,60 

CE certificate number Loading capacity (m) -

A/B 

0531-CPR-1317-3026

https://meiser-sta.sharefile.eu/d-s2468e66e1f9346de83d861f7e83e1ed4
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s8f541658d3aa413aacf2b1225502f0b3


CONFICO 50 
Temporary road barrier
H1 W4 A 

Performances Geometrical characteristics 

Containment level H1 Application Temporary system 

Normalized working width (m) 1,30 Type Double 

Class of normalized working width W4 Construction width (m) 0,17 

Acceleration Severity Index (ASI) A Construction height (m) 0,50 

Normalized dynamic deflection (m) 1,10 Beam shape - 

Vehicle Intrusion (VI) VI7 Post shape - 

THIV (Km/h) 20 Post distance (m) - 

Tested length (m) 96,00 Post length (m) - 

CE certificate number - Loading capacity (m) 144,00 

https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s28267c30cfc84e18b5fdc883409be98d
https://meiser-sta.sharefile.eu/d-sf9f5b58647e549b2825a819a440032ec
https://meiser-sta.sharefile.eu/d-s2e5e911a5aeb4144ab65f23b2ba1b701


CONFICO 50 
Temporary road barrier
T3 W1 A 

Performances Geometrical characteristics 

Containment level T3 Application Temporary system 

Normalized working width (m) 0,40 Type Double 

Class of normalized working width W1 Construction width (m) 0,20 

Acceleration Severity Index (ASI) A Construction height (m) 0,50 

Normalized dynamic deflection (m) 0,20 Beam shape - 

Vehicle Intrusion (VI) - Post shape - 

THIV (Km/h) 8 Post distance (m) - 

Tested length (m) 96,00 Post length (m) - 

CE certificate number - Loading capacity (m) 144,00 

https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s28267c30cfc84e18b5fdc883409be98d
https://meiser-sta.sharefile.eu/d-s2e5e911a5aeb4144ab65f23b2ba1b701


CONFICO 50+ 
Temporary road barrier
T3 W2 A 

Performances Geometrical characteristics 

Containment level T3 Application Temporary system 

Normalized working width (m) 0,70 Type Double 

Class of normalized working width W2 Construction width (m) 0,20 

Acceleration Severity Index (ASI) A Construction height (m) 1,15 - 1,65 

Normalized dynamic deflection (m) 0,50 Beam shape - 

Vehicle Intrusion (VI) VI1 Post shape - 

THIV (Km/h) 8 Post distance (m) - 

Tested length (m) 96,00 Post length (m) - 

CE certificate number - Loading capacity (m) 144,00 

https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s8b95665447924df3bc2b6359bdd5d805
https://meiser-sta.sharefile.eu/d-s2e5e911a5aeb4144ab65f23b2ba1b701


MINI-GUARD 
Temporary road barrier

T1 W3 A 

Performances Geometrical characteristics 

Containment level T1 Application Temporary system 

Normalized working width (m) - Type Double 

Class of normalized working width W3 Construction width (m) 0,505 

Acceleration Severity Index (ASI) A Construction height (m) 0,50 

Normalized dynamic deflection (m)  - Beam shape - 

Vehicle Intrusion (VI) - Post shape - 

THIV (Km/h) - Post distance (m) - 

Tested length (m) 94,50 Post length (m) - 

CE certificate number - Loading capacity (m) 280,00 

https://meiser-sta.sharefile.eu/d-s905c17661b7c48f9a9623d216af39aad
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-seb6c98f865bb4a559fee20fa9494bcef
https://replay.dropbox.com/share/kIz1yJO9GO0wwlCQ?video_version_id=pid_rvv%3AAAAAAK1r0x9AutUj_ES_b-8vcIzgWTzTQW3t-Stwfkb3qIWQ


MINI-GUARD 
Temporary road barrier

T2 W5 A 

Performances Geometrical characteristics 

Containment level T2 Application Temporary system 

Normalized working width (m) - Type Double 

Class of normalized working width W5 Construction width (m) 0,505 

Acceleration Severity Index (ASI) A Construction height (m) 0,50 

Normalized dynamic deflection (m)  1,30 Beam shape - 

Vehicle Intrusion (VI) - Post shape - 

THIV (Km/h) - Post distance (m) - 

Tested length (m) 93,00 Post length (m) - 

CE certificate number - Loading capacity (m) 280,00 

https://meiser-sta.sharefile.eu/d-s905c17661b7c48f9a9623d216af39aad
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-seb6c98f865bb4a559fee20fa9494bcef
https://replay.dropbox.com/share/kIz1yJO9GO0wwlCQ?video_version_id=pid_rvv%3AAAAAAK1r0x9AutUj_ES_b-8vcIzgWTzTQW3t-Stwfkb3qIWQ


MINI-GUARD 
Temporary road barrier

T3 W6 A 

Performances Geometrical characteristics 

Containment level T3 Application Temporary system 

Normalized working width (m) 1,80 Type Double 

Class of normalized working width W6 Construction width (m) 0,505 

Acceleration Severity Index (ASI) A Construction height (m) 0,50 

Normalized dynamic deflection (m)  1,30 Beam shape - 

Vehicle Intrusion (VI) - Post shape - 

THIV (Km/h) 6 Post distance (m) - 

Tested length (m) 60,00 Post length (m) - 

CE certificate number - Loading capacity (m) 280,00 

https://meiser-sta.sharefile.eu/d-s905c17661b7c48f9a9623d216af39aad
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-seb6c98f865bb4a559fee20fa9494bcef
https://replay.dropbox.com/share/kIz1yJO9GO0wwlCQ?video_version_id=pid_rvv%3AAAAAAK1r0x9AutUj_ES_b-8vcIzgWTzTQW3t-Stwfkb3qIWQ


MTB 1.33 
Steel road guardrail 

H2  W4  B  

Performances Geometrical characteristics 

Containment level H2  Application Rammed 

Normalized working width (m) 1,20 Type Single 

Class of normalized working width W4  Construction width (m) 0,215 

Acceleration Severity Index (ASI) B  Construction height (m) 0,90 

Normalized dynamic deflection (m)  1,10 Beam shape 3N 

Vehicle Intrusion (VI) 1,2 Post shape C 125 

THIV (Km/h) 33 Post distance (m) 1,33 

Tested length (m) 40,00 Post length (m) 1,60 

CE certificate number 0531-CPR-1317-2628 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-sa9ac65062b7b47b5ae3e30ecfaa24799
https://meiser-sta.sharefile.eu/d-s80c4a34cb34c410497d839bdf9ca38f9
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a


MTB 2.25 
Steel road guardrail 

H2  W5  A 

Performances Geometrical characteristics 

Containment level H2  Application Rammed 

Normalized working width (m) 1,60 Type Single 

Class of normalized working width W5  Construction width (m) 0,45 

Acceleration Severity Index (ASI) A Construction height (m) 0,90 

Normalized dynamic deflection (m)  1,40 Beam shape 3N 

Vehicle Intrusion (VI) 1,7 Post shape C 125 

THIV (Km/h) 23 Post distance (m) 2,25 

Tested length (m) 65,00 Post length (m) 1,60 

CE certificate number 0531-CPR-1317-2629 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-se80a2f952dd341829d49eadee00c6d3c
https://meiser-sta.sharefile.eu/d-scea3ad057edc48ac9fe4b6b830a0effb
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a


MTB 2.66 
Steel road guardrail 

H2  W5  A 

Performances Geometrical characteristics 

Containment level H2  Application Rammed 

Normalized working width (m) 1,60 Type Single 

Class of normalized working width W5  Construction width (m) 0,216 

Acceleration Severity Index (ASI) A Construction height (m) 0,90 

Normalized dynamic deflection (m)  1,50 Beam shape 3N 

Vehicle Intrusion (VI) 1,7 Post shape C 125 

THIV (Km/h) 27 Post distance (m) 2,66 

Tested length (m) 40,00 Post length (m) 1,60 

CE certificate number 0531-CPR-1317-2630 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-sc162acaca1de435ab58d70985ef75337
https://meiser-sta.sharefile.eu/d-s0b0652c7634d4dbab8f9ff42fadd8d05
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a


 strassenausstattung.meiser.de

Novo Rail 1.33 L1 
Steel road guardrail 

H1 W2 A 

Performances 

Containment level H1 

Geometrical characteristics 

Application Rammed 

Normalized working width (m) 0,80 Type Single 

Class of normalized working width W2 Construction width (m) 0,20 

Acceleration Severity Index (ASI) A Construction height (m) 0,75 

Normalized dynamic deflection (m)  0,70 Beam shape A-B

Vehicle Intrusion (VI) VI5 Post shape C125 

THIV (Km/h) - Post distance (m) 1,33 

Tested length (m) 40,00 Post length (m) 1,55 

CE certificate number 0531-CPR-1317-2976 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s18d7d35ace964e359de8a067aeb68549
https://meiser-sta.sharefile.eu/d-sf70fe0d717914c0d9d7b13b0dcf8ad88


 strassenausstattung.meiser.de

Novo Rail 2.66 L1 
Steel road guardrail 

H1 W3 A 

Performances 

Containment level H1 

Geometrical characteristics 

Application Rammed 

Normalized working width (m) 1,00 Type Single 

Class of normalized working width W3 Construction width (m) 0,20 

Acceleration Severity Index (ASI) A Construction height (m) 0,75 

Normalized dynamic deflection (m)  0,90 Beam shape A-B

Vehicle Intrusion (VI) VI4 Post shape C125 

THIV (Km/h) - Post distance (m) 2,66 

Tested length (m) 40,00 Post length (m) 1,55 

CE certificate number 0531-CPR-1317-2977 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-sba56a3efd8ce45f4a835be6005aceeb0
https://meiser-sta.sharefile.eu/d-sb80a79bf7aba41e2abbb8072ebf5a67a


 strassenausstattung.meiser.de

Novo Rail 2.66 L1 
Steel road guardrail 

N2 W2 A 

Performances 

Containment level N2 

Geometrical characteristics 

Application Rammed 

Normalized working width (m) 0,80 Type Single 

Class of normalized working width W2 Construction width (m) 0,20 

Acceleration Severity Index (ASI) A Construction height (m) 0,75 

Normalized dynamic deflection (m)  0,70 Beam shape A-B

Vehicle Intrusion (VI) - Post shape C125 

THIV (Km/h) - Post distance (m) 2,66 

Tested length (m) 40,00 Post length (m) 1,55 

CE certificate number 0531-CPR-1317-2977 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-sba56a3efd8ce45f4a835be6005aceeb0
https://meiser-sta.sharefile.eu/d-sb80a79bf7aba41e2abbb8072ebf5a67a


 strassenausstattung.meiser.de

Novo Rail 4.00 L1 
Steel road guardrail 

H1 W4 A 

Performances 

Containment level H1 

Geometrical characteristics 

Application Rammed 

Normalized working width (m) 1,30 Type Single 

Class of normalized working width W4 Construction width (m) 0,20 

Acceleration Severity Index (ASI) A Construction height (m) 0,75 

Normalized dynamic deflection (m)  1,20 Beam shape A-B

Vehicle Intrusion (VI) VI6 Post shape C125 

THIV (Km/h) - Post distance (m) 4,00 

Tested length (m) 40,00 Post length (m) 1,55 

CE certificate number 0531-CPR-1317-2978 Loading capacity (m) 1.800 

https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s569809217ec04190accd40d44703bd47
https://meiser-sta.sharefile.eu/d-s93c6b190bf494def8b6cc483f737063f


 strassenausstattung.meiser.de

Novo Rail 4.00 L1 
Steel road guardrail 

N2 W3 A 

Performances 

Containment level N2 

Geometrical characteristics 

Application Rammed 

Normalized working width (m) 1,00 Type Single 

Class of normalized working width W3 Construction width (m) 0,20 

Acceleration Severity Index (ASI) A Construction height (m) 0,75 

Normalized dynamic deflection (m)  1,00 Beam shape A-B

Vehicle Intrusion (VI) - Post shape C125 

THIV (Km/h) - Post distance (m) 4,00 

Tested length (m) 40,00 Post length (m) 1,55 

CE certificate number 0531-CPR-1317-2978 Loading capacity (m) 1.800

https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s569809217ec04190accd40d44703bd47
https://meiser-sta.sharefile.eu/d-s93c6b190bf494def8b6cc483f737063f


P13 
Steel road guardrail 

H2 W5  A  

Performances Geometrical characteristics 

Containment level H2 Application Rammed 

Normalized working width (m) 1,60 Type Double 

Class of normalized working width W5  Construction width (m) 0,8 

Acceleration Severity Index (ASI) A Construction height (m) 0,75 

Normalized dynamic deflection (m)  1,50 Beam shape AF 

Vehicle Intrusion (VI) 1,6 Post shape C 100 

THIV (Km/h) 23 Post distance (m) 2,00 

Tested length (m) 68,00 Post length (m) 1,50 

CE certificate number 2131-CPR-939 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-s8e9ced1e0bc844e8ac7ff5c7800e3439
https://meiser-sta.sharefile.eu/d-s8fc5ee1523044e78b51fc6d81b0ad5ae
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a


Passion 1.0 
Steel and wood road guardrail 

H1 W2  A 

Performances Geometrical characteristics 

Containment level H1 Application Rammed 

Normalized working width (m) 0,80 Type Wood/steel 

Class of normalized working width W2  Construction width (m) 0,195 

Acceleration Severity Index (ASI) A Construction height (m) 0,74 

Normalized dynamic deflection (m)  0,70 Beam shape B 

Vehicle Intrusion (VI) - Post shape C100 

THIV (Km/h) 28 Post distance (m) 1,00 

Tested length (m) 48,00 Post length (m) 1,65 

CE certificate number 1020-CPR-090-051264 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-sd6bc2ca6b8854529b0e07faed53e2c92
https://meiser-sta.sharefile.eu/d-s3e92800f12f04925b8aec08abe40d628
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a


Passion 1.33 
Steel and wood road 

guardrail N2 W2  A 

Performances Geometrical characteristics 

Containment level N2 Application Rammed 

Normalized working width (m) 0,80 Type Wood/steel 

Class of normalized working width W2  Construction width (m) 0,195 

Acceleration Severity Index (ASI) A Construction height (m) 0,74 

Normalized dynamic deflection (m)  0,70 Beam shape B 

Vehicle Intrusion (VI) - Post shape C100 

THIV (Km/h) 29 Post distance (m) 1,33 

Tested length (m) 48,00 Post length (m) 1,65 

CE certificate number 1020-CPR-090-051270 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-s80b038518c1c4209ae69d52bb29e2d5f
https://meiser-sta.sharefile.eu/d-sca4630235f91437ea769778337a03c61
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a


Passion 1.33 
Steel and wood road guardrail 

H1 W3 A 

Performances Geometrical characteristics 

Containment level H1 Application Rammed 

Normalized working width (m) 0,90 Type Wood/steel 

Class of normalized working width W3 Construction width (m) 0,195 

Acceleration Severity Index (ASI) A Construction height (m) 0,74 

Normalized dynamic deflection (m)  0,80 Beam shape B 

Vehicle Intrusion (VI) 2,10 Post shape C100 

THIV (Km/h) 29 Post distance (m) 1,33 

Tested length (m) 48,00 Post length (m) 1,65 

CE certificate number 1020-CPR-090-051266 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-sce59edece2c24fe8a202ac5febbb56c1
https://meiser-sta.sharefile.eu/d-sca4630235f91437ea769778337a03c61
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a


Passion 1.33 BW 
Steel and wood road guardrail 

H1 W4 A 

Performances Geometrical characteristics 

Containment level H1 Application On structures 

Normalized working width (m) 1,20 Type Wood/steel 

Class of normalized working width W4 Construction width (m) 0,195 

Acceleration Severity Index (ASI) A Construction height (m) 0,74 

Normalized dynamic deflection (m)  1,00 Beam shape B 

Vehicle Intrusion (VI) 1,50 Post shape C100 

THIV (Km/h) 29 Post distance (m) 1,33 

Tested length (m) 48,00 Post length (m) 0,74 

CE certificate number 1020-CPR-090-051276 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-s3e728d3b1c324fbf8524796f11576f5b
https://meiser-sta.sharefile.eu/d-s4c8710da66a9417c8d27ae3a3fc280c0
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a


Passion 2.0 
Steel road guardrail 

N2 W3 A 

Performances Geometrical characteristics 

Containment level N2 Application Rammed 

Normalized working width (m) 1,00 Type Wood/steel 

Class of normalized working width W3 Construction width (m) 0,195 

Acceleration Severity Index (ASI) A Construction height (m) 0,74 

Normalized dynamic deflection (m)  0,90 Beam shape B 

Vehicle Intrusion (VI) - Post shape C100 

THIV (Km/h) 29 Post distance (m) 2,00 

Tested length (m) 48,00 Post length (m) 1,65 

CE certificate number 1020-CPR-090-051272 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-s128a99a43f7040a1bcfe62c4b19b93d0
https://meiser-sta.sharefile.eu/d-s3ef9b16b857441e8bcbdf8b4f5b8623e
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a


Passion 2.0 
Steel road guardrail 

H1 W4 A 

Performances Geometrical characteristics 

Containment level H1 Application Rammed 

Normalized working width (m) 1,20 Type Wood/steel 

Class of normalized working width W4 Construction width (m) 0,195 

Acceleration Severity Index (ASI) A Construction height (m) 0,74 

Normalized dynamic deflection (m)  1,10 Beam shape B 

Vehicle Intrusion (VI) 2,40 Post shape C100 

THIV (Km/h) 29 Post distance (m) 2,00 

Tested length (m) 48,00 Post length (m) 1,65 

CE certificate number 1020-CPR-090-051268 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-s742f153cb97b4095a8c08cdca3145844
https://meiser-sta.sharefile.eu/d-s3ef9b16b857441e8bcbdf8b4f5b8623e
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a


Passion 4.0 
Steel road guardrail 

N2 W4 A 

Performances Geometrical characteristics 

Containment level N2 Application Rammed 

Normalized working width (m) 1,80 Type Wood/steel 

Class of normalized working width W4 Construction width (m) 0,195 

Acceleration Severity Index (ASI) A Construction height (m) 0,74 

Normalized dynamic deflection (m)  1,10 Beam shape B 

Vehicle Intrusion (VI) - Post shape C100 

THIV (Km/h) 29 Post distance (m) 4,00 

Tested length (m) 48,00 Post length (m) 1,65 

CE certificate number 1020-CPR-090-051274 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-se0b0b4ffa33b46c7a091de664c64a553
https://meiser-sta.sharefile.eu/d-s8fade06bb02e446d9188bb6a226294ce
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a


SAFETY RAIL 
Steel road guardrail 

H2  W4  C  

Performances Geometrical characteristics 

Containment level H2  Application On structures 

Normalized working width (m) - Type Single 

Class of normalized working width W4  Construction width (m) 0.4 

Acceleration Severity Index (ASI) C  Construction height (m) 1.25 

Normalized dynamic deflection (m)  - Beam shape Box Beam 

Vehicle Intrusion (VI) - Post shape - 

THIV (Km/h) - Post distance (m) 1.33 

Tested length (m) 32,00 Post length (m) - 

CE certificate number 0071-CPD-2011 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-sb57c285596cb45a7a909d1d68dc2f473
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a


SOLO-GUARD 
Steel road guardrail 

H1 W5 B 

Performances Geometrical characteristics 

Containment level H1 Application Opening system 

Normalized working width (m) 1,40 Type Double 

Class of normalized working width W5 Construction width (m) 0,7 

Acceleration Severity Index (ASI) B Construction height (m) 0,90 

Normalized dynamic deflection (m)  0,68 Beam shape - 

Vehicle Intrusion (VI) 1,40 Post shape - 

THIV (Km/h) 29 Post distance (m) - 

Tested length (m) 40,00 Post length (m) - 

CE certificate number 0038-CPD-2011 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-s8e6904a839264ef4be9e8fc959f4dd10
https://meiser-sta.sharefile.eu/d-s8d1294c1b7c34f52a4878f3686916e23
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a


SUPER-RAIL 
Steel road guardrail 

N2  W2  A 

Performances Geometrical characteristics 

Containment level N2  Application Rammed 

Normalized working width (m) 0,80 Type Single 

Class of normalized working width W2  Construction width (m) 0,5 

Acceleration Severity Index (ASI) A Construction height (m) 1,15 

Normalized dynamic deflection (m)  0,50 Beam shape A/B 

Vehicle Intrusion (VI)  - Post shape C 125 

THIV (Km/h) 32 Post distance (m) 1,33 

Tested length (m) 40,00 Post length (m) 2,40 

CE certificate number 0138-CPR-2010 Loading capacity (m) 200,00 

https://meiser-sta.sharefile.eu/d-s2f46c57c1e4f417ebae558a69933ec91
https://meiser-sta.sharefile.eu/d-s3b322e06c7474b47b3af83c556c81dcd
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s868e47d299b24a318d678240f8c4b909


SUPER-RAIL 
Steel road guardrail 

H4b  W7  A 

Performances Geometrical characteristics 

Containment level H4b  Application Rammed 

Normalized working width (m) 2,30 Type Single 

Class of normalized working width W7  Construction width (m) 0,5 

Acceleration Severity Index (ASI) A Construction height (m) 1,15 

Normalized dynamic deflection (m)  2,00 Beam shape A/B 

Vehicle Intrusion (VI) 2,4 Post shape C 125 

THIV (Km/h) 32 Post distance (m) 1,33 

Tested length (m) 76,00 Post length (m) 2,40 

CE certificate number 0138-CPR-2010 Loading capacity (m) 200,00 

https://meiser-sta.sharefile.eu/d-s2f46c57c1e4f417ebae558a69933ec91
https://meiser-sta.sharefile.eu/d-s3b322e06c7474b47b3af83c556c81dcd
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s868e47d299b24a318d678240f8c4b909


SUPER-RAIL 
Steel road guardrail 

H2  W4  A  

Performances Geometrical characteristics 

Containment level H2  Application Rammed 

Normalized working width (m) 1,30 Type Single 

Class of normalized working width W4  Construction width (m) 0,5 

Acceleration Severity Index (ASI) A Construction height (m) 1,15 

Normalized dynamic deflection (m)  0,80 Beam shape A/B 

Vehicle Intrusion (VI) 1,3 Post shape C 125 

THIV (Km/h) 32 Post distance (m) 1,33 

Tested length (m) 40,00 Post length (m) 2,40 

CE certificate number 0138-CPR-2010 Loading capacity (m) 200,00 

https://meiser-sta.sharefile.eu/d-s2f46c57c1e4f417ebae558a69933ec91
https://meiser-sta.sharefile.eu/d-s3b322e06c7474b47b3af83c556c81dcd
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s868e47d299b24a318d678240f8c4b909


SUPER-RAIL BW 
Steel road guardrail 

H2  W4  B  

Performances Geometrical characteristics 

Containment level H2  Application On structures 

Normalized working width (m) 1,20 Type Single 

Class of normalized working width W4  Construction width (m) 0,585 

Acceleration Severity Index (ASI) B  Construction height (m) 0,11 

Normalized dynamic deflection (m)  0,60 Beam shape A/B 

Vehicle Intrusion (VI) 1,2 Post shape C125 

THIV (Km/h) 31 Post distance (m) 1,33 

Tested length (m) 36,00 Post length (m) 0,11 

CE certificate number 0119-CPR-2010 Loading capacity (m) 200,00 

https://meiser-sta.sharefile.eu/d-sc7fe3f9e280544fa93f8e0520e3487e1
https://meiser-sta.sharefile.eu/d-s02935ad527604edfa522da5260b940e5
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s868e47d299b24a318d678240f8c4b909


SUPER-RAIL double BW 
Steel road guardrail 

H2  W4  B   

Performances Geometrical characteristics 

Containment level H2  Application On structures 

Normalized working width (m) 1,20 Type Double 

Class of normalized working width W4  Construction width (m) 0,89 

Acceleration Severity Index (ASI) B  Construction height (m) 1,15 

Normalized dynamic deflection (m)  0,60 Beam shape A/B 

Vehicle Intrusion (VI) 1,2 Post shape C125 

THIV (Km/h) 31 Post distance (m) 1,33 

Tested length (m) 36,00 Post length (m) 0,79 

CE certificate number 0119-CPR-2010 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-s56c5f0739bc54dcda0d668e0575bcc95
https://meiser-sta.sharefile.eu/d-s0b388550d685401bb317c506c04a3325
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s868e47d299b24a318d678240f8c4b909


SUPER-RAIL double 
Steel road guardrail 

N2 W4  B  

Geometrical characteristics 

Containment level N2 Application Rammed 

Normalized working width (m) 1,20 Type Double 

Class of normalized working width W4  Construction width (m) 0,9 

Acceleration Severity Index (ASI) B  Construction height (m) 1,15 

Normalized dynamic deflection (m)  0,60 Beam shape A/B 

Vehicle Intrusion (VI) 1 Post shape C 125 

THIV (Km/h) 32 Post distance (m) 1,33 

Tested length (m) 60,00 Post length (m) 2,40 

CE certificate number 0103-CPR-2010 Loading capacity (m) 148,00 

Performances 

https://meiser-sta.sharefile.eu/d-s721882e0244249419776d4dfae26f69c
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s926fe18d6de3409b87332b78a604ca60
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s868e47d299b24a318d678240f8c4b909


SUPER-RAIL double 
Steel road guardrail 

H2 W4  B  

Geometrical characteristics 

Containment level H2 Application Rammed 

Normalized working width (m) 1,20 Type Double 

Class of normalized working width W4  Construction width (m) 0,9 

Acceleration Severity Index (ASI) B  Construction height (m) 1,15 

Normalized dynamic deflection (m)  0,60 Beam shape A/B 

Vehicle Intrusion (VI) 1 Post shape C 125 

THIV (Km/h) 32 Post distance (m) 1,33 

Tested length (m) 60,00 Post length (m) 2,40 

CE certificate number 0103-CPR-2010 Loading capacity (m) 148,00 

Performances 

https://meiser-sta.sharefile.eu/d-s721882e0244249419776d4dfae26f69c
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s926fe18d6de3409b87332b78a604ca60
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s868e47d299b24a318d678240f8c4b909


SUPER-RAIL DS H4b 
Steel road guardrail 

H4b  W5  B  

Performances Geometrical characteristics 

Containment level H4b  Application Rammed 

Normalized working width (m) 1,50 Type Double 

Class of normalized working width W5  Construction width (m) 0,88 

Acceleration Severity Index (ASI) B  Construction height (m) 1,25 

Normalized dynamic deflection (m)  0,90 Beam shape A/B 

Vehicle Intrusion (VI) 3,4 Post shape C 125 

THIV (Km/h) 32 Post distance (m) 1,33 

Tested length (m) 76,00 Post length (m) 2,40 

CE certificate number 0043-CPR-2011 Loading capacity (m) 148,00 

https://meiser-sta.sharefile.eu/d-s7ffab8f60891430194b1838c69a46383
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s00b407a0ecd5485fb0685069368f440d
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s868e47d299b24a318d678240f8c4b909


SUPER-RAIL Eco 
Steel road guardrail 

N2  W4  B  

Performances Geometrical characteristics 

Containment level N2  Application Rammed 

Normalized working width (m) 1,30 Type Single 

Class of normalized working width W4  Construction width (m) 0,45 

Acceleration Severity Index (ASI) A  Construction height (m) 0,90 

Normalized dynamic deflection (m)  0,70 Beam shape A/B 

Vehicle Intrusion (VI) - Post shape C 125 

THIV (Km/h) 27 Post distance (m) 2,00 

Tested length (m) 52,00 Post length (m) 1,90 

CE certificate number 0008-CPR-2011 Loading capacity (m) 360,00 

https://meiser-sta.sharefile.eu/d-s69e922bb4a8e45a1be2a34f5c6f82f2d
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-sbd0bae59c944425fb47633f826adef9e
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s868e47d299b24a318d678240f8c4b909


SUPER-RAIL Eco 
Steel road guardrail 

H2  W4  B  

Performances Geometrical characteristics 

Containment level H2  Application Rammed 

Normalized working width (m) 1,30 Type Single 

Class of normalized working width W4  Construction width (m) 0,45 

Acceleration Severity Index (ASI) A  Construction height (m) 0,90 

Normalized dynamic deflection (m)  0,70 Beam shape A/B 

Vehicle Intrusion (VI) 1,3 Post shape C 125 

THIV (Km/h) 27 Post distance (m) 2,00 

Tested length (m) 52,00 Post length (m) 1,90 

CE certificate number 0008-CPR-2011 Loading capacity (m) 360,00 

https://meiser-sta.sharefile.eu/d-s69e922bb4a8e45a1be2a34f5c6f82f2d
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-sbd0bae59c944425fb47633f826adef9e
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s868e47d299b24a318d678240f8c4b909


SUPER-RAIL Eco 1A/ MUF
Steel road guardrail 

N2  W4  B  

Performances Geometrical characteristics 

Containment level N2  Application Rammed 

Normalized working width (m) 1,30 Type Single 

Class of normalized working width W4  Construction width (m) 0,45 

Acceleration Severity Index (ASI) B  Construction height (m) 1,00 

Normalized dynamic deflection (m)  1,10 Beam shape A/B 

Vehicle Intrusion (VI) - Post shape C 125 

THIV (Km/h) 27 Post distance (m) 2,00 

Tested length (m) 52,00 Post length (m) 1,90 

CE certificate number 0161-CPR-2010 Loading capacity (m) 360,00 

https://meiser-sta.sharefile.eu/d-s17db419092c243e0b475073e913dc692
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s5a535f0fddab4d7c83ac849e04143af6
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s868e47d299b24a318d678240f8c4b909


SUPER-RAIL Eco 1A/ MUF 
Steel road guardrail 

H2  W4  B  

Performances Geometrical characteristics 

Containment level H2  Application Rammed 

Normalized working width (m) 1,30 Type Single 

Class of normalized working width W4  Construction width (m) 0,45 

Acceleration Severity Index (ASI) B  Construction height (m) 1,00 

Normalized dynamic deflection (m)  1,10 Beam shape A/B 

Vehicle Intrusion (VI) 1,4 Post shape C 125 

THIV (Km/h) 27 Post distance (m) 2,00 

Tested length (m) 52,00 Post length (m) 1,90 

CE certificate number 0161-CPR-2010 Loading capacity (m) 360,00 

https://meiser-sta.sharefile.eu/d-s17db419092c243e0b475073e913dc692
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s5a535f0fddab4d7c83ac849e04143af6
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s868e47d299b24a318d678240f8c4b909


SUPER-RAIL Eco BW 
Steel road guardrail 

H2  W4  A  

Performances Geometrical characteristics 

Containment level H2  Application On structures 

Normalized working width (m) 1,30 Type Single 

Class of normalized working width W4  Construction width (m) 0,45 

Acceleration Severity Index (ASI) A Construction height (m) 0,90 

Normalized dynamic deflection (m)  0,90 Beam shape A/B 

Vehicle Intrusion (VI) 1,4 Post shape C125 

THIV (Km/h) 29 Post distance (m) 1,33 

Tested length (m) 60,00 Post length (m) 0,79 

CE certificate number 0051-CPR-2010 Loading capacity (m) 280,00 

https://meiser-sta.sharefile.eu/d-sa88562bdc50c42a8b44f34b4148fa809
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s6a8c154ebde648ad8abf8bca4df43fe9
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s868e47d299b24a318d678240f8c4b909


SUPER-RAIL Eco double BW 
Steel road guardrail 

H2  W4  A  

Performances Geometrical characteristics 

Containment level H2  Application On structures 

Normalized working width (m) 1,30 Type Double 

Class of normalized working width W4  Construction width (m) - 

Acceleration Severity Index (ASI) A Construction height (m) 1,15 

Normalized dynamic deflection (m)  0,90 Beam shape A/B 

Vehicle Intrusion (VI) 1,4 Post shape C125 

THIV (Km/h) 29 Post distance (m) 1,33 

Tested length (m) 60,00 Post length (m) 0,79 

CE certificate number 0051-CPR-2010 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-sa88562bdc50c42a8b44f34b4148fa809
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-sc0679411d6d54df49a186ac00a70267e
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s868e47d299b24a318d678240f8c4b909


SUPER-RAIL Eco double 
Steel road guardrail 

N2 W3  B  

Performances Geometrical characteristics 

Containment level N2 Application Rammed 

Normalized working width (m) 1,20 Type Double 

Class of normalized working width W3  Construction width (m) 0,7 

Acceleration Severity Index (ASI) B  Construction height (m) 0,90 

Normalized dynamic deflection (m)  0,70 Beam shape A/B 

Vehicle Intrusion (VI) 1,4 Post shape C 125 

THIV (Km/h) 29 Post distance (m) 2,00 

Tested length (m) 52,00 Post length (m) 1,90 

CE certificate number 0049-CPR-2010 Loading capacity (m) 280,00 

https://meiser-sta.sharefile.eu/d-s62e46ed40b904da7ba48a08dcbe10eb2
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s1a534046a9674044b5361193caacc0f0
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s868e47d299b24a318d678240f8c4b909


SUPER-RAIL Eco double 
Steel road guardrail 

H2 W4  B  

Performances Geometrical characteristics 

Containment level H2 Application Rammed 

Normalized working width (m) 1,20 Type Double 

Class of normalized working width W4  Construction width (m) 0,7 

Acceleration Severity Index (ASI) B  Construction height (m) 0,90 

Normalized dynamic deflection (m)  0,70 Beam shape A/B 

Vehicle Intrusion (VI) 1,4 Post shape C 125 

THIV (Km/h) 29 Post distance (m) 2,00 

Tested length (m) 52,00 Post length (m) 1,90 

CE certificate number 0049-CPR-2010 Loading capacity (m) 280,00 

https://meiser-sta.sharefile.eu/d-s62e46ed40b904da7ba48a08dcbe10eb2
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s1a534046a9674044b5361193caacc0f0
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s868e47d299b24a318d678240f8c4b909


SUPER-RAIL Eco HS 
Steel road guardrail 

H2  W2  B  

Performances Geometrical characteristics 

Containment level H2  Application Rammed 

Normalized working width (m) 0,80 Type Single 

Class of normalized working width W2  Construction width (m) 0,372 

Acceleration Severity Index (ASI) B  Construction height (m) 0,90 

Normalized dynamic deflection (m)  0,60 Beam shape A/B 

Vehicle Intrusion (VI) 0,8 Post shape C 125 

THIV (Km/h) 33 Post distance (m) 0,50 

Tested length (m) 36,00 Post length (m) 1,90 | 1,75 

CE certificate number 0531-CPR-1317-2009 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-s223f3e9c687c4fc7941aca13b4ed1f33
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s0cfc111fbd0b45cfa09e746c7a4dc18e
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s868e47d299b24a318d678240f8c4b909


SUPER-RAIL Eco HS BW 
Steel road guardrail 

H2  W1 B  

Performances Geometrical characteristics 

Containment level H2  Application On structures 

Normalized working width (m) 0,50 Type Single 

Class of normalized working width W1 Construction width (m) 0,375 

Acceleration Severity Index (ASI) B  Construction height (m) 0,90 

Normalized dynamic deflection (m)  0,40 Beam shape A/B 

Vehicle Intrusion (VI) 0,7 Post shape C125 

THIV (Km/h) 33 Post distance (m) 0,50 

Tested length (m) 36,00 Post length (m) var. 

CE certificate number 0531-CPR-1317-2008 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-s6e4e2ab0a52e4dee92bcd677993a5fd7
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s71f3536d1f5d424eae102e36928d4590
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s868e47d299b24a318d678240f8c4b909


SUPER-RAIL ES 1.0 
Steel road guardrail 

N2  W2  A  

Performances Geometrical characteristics 

Containment level N2  Application Rammed 

Normalized working width (m) 0,70 Type Single 

Class of normalized working width W2  Construction width (m) 0,22 

Acceleration Severity Index (ASI) A Construction height (m) 0,75 

Normalized dynamic deflection (m)  0,50 Beam shape A/B 

Vehicle Intrusion (VI) - Post shape C 125 

THIV (Km/h) 28 Post distance (m) 1,00 

Tested length (m) 40,00 Post length (m) 1,75 

CE certificate number 0051-CPR-2011 Loading capacity (m) 772,00 

https://meiser-sta.sharefile.eu/d-s66c1166c2c4249a5a904b0220a394a99
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-sba2af17046404d47bc85ce2e9c405d6b
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s868e47d299b24a318d678240f8c4b909


SUPER-RAIL ES 1.0 
Steel road guardrail 

H1  W2  A  

Performances Geometrical characteristics 

Containment level H1  Application Rammed 

Normalized working width (m) 0,80 Type Single 

Class of normalized working width W2  Construction width (m) 0,22 

Acceleration Severity Index (ASI) A Construction height (m) 0,75 

Normalized dynamic deflection (m)  0,70 Beam shape A/B 

Vehicle Intrusion (VI) 1,4 Post shape C 125 

THIV (Km/h) 28 Post distance (m) 1,00 

Tested length (m) 40,00 Post length (m) 1,75 

CE certificate number 0052-CPR-2011 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-s66c1166c2c4249a5a904b0220a394a99
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-sba2af17046404d47bc85ce2e9c405d6b
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s868e47d299b24a318d678240f8c4b909


SUPER-RAIL ES 1.33 
Steel road guardrail 

N2  W2  A 

Geometrical characteristics 

Containment level N2  Application Rammed 

Normalized working width (m) 0,80 Type Single 

Class of normalized working width W2  Construction width (m) 0,22 

Acceleration Severity Index (ASI) A Construction height (m) 0,75 

Normalized dynamic deflection (m)  0,70 Beam shape A/B 

Vehicle Intrusion (VI) 1,3 Post shape C 125 

THIV (Km/h) 29 Post distance (m) 1,33 

Tested length (m) 60,00 Post length (m) 1,75 

CE certificate number 0084-CPR-2011 Loading capacity (m) 888,00 

Performances 

https://meiser-sta.sharefile.eu/d-s3237e0bc5f2542d196c3bad6e4a86aa8
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-sfaba3894057a42729b3165643b53f292
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s868e47d299b24a318d678240f8c4b909


SUPER-RAIL ES 1.33 
Steel road guardrail 

H1  W4  A  

Geometrical characteristics 

Containment level H1  Application Rammed 

Normalized working width (m) 1,10 Type Single 

Class of normalized working width W4  Construction width (m) 0,22 

Acceleration Severity Index (ASI) A Construction height (m) 0,75 

Normalized dynamic deflection (m)  1,00 Beam shape A/B 

Vehicle Intrusion (VI) 1,3 Post shape C 125 

THIV (Km/h) 29 Post distance (m) 1,33 

Tested length (m) 60,00 Post length (m) 1,75 

CE certificate number 0084-CPR-2011 Loading capacity (m) -

Performances 

https://meiser-sta.sharefile.eu/d-s3237e0bc5f2542d196c3bad6e4a86aa8
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-sfaba3894057a42729b3165643b53f292
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s868e47d299b24a318d678240f8c4b909


SUPER-RAIL Plus BW twofold 
Steel road guardrail 

H4b  W6  B  

Performances Geometrical characteristics 

Containment level H4b  Application On structures 

Normalized working width (m) ? Type Single 

Class of normalized working width W6  Construction width (m) - 

Acceleration Severity Index (ASI) B  Construction height (m) - 

Normalized dynamic deflection (m)  ? Beam shape - 

Vehicle Intrusion (VI) - Post shape - 

THIV (Km/h) - Post distance (m) - 

Tested length (m) 80,00 Post length (m) - 

CE certificate number 0130-CPR-2010 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-sf9230bd5d54b4890b5e8c184a189e4a0
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s868e47d299b24a318d678240f8c4b909


SUPER-RAIL Plus BW with rail 
Steel road guardrail 

H4b  W6  B  

Performances Geometrical characteristics 

Containment level H4b  Application On structures 

Normalized working width (m) 2,10 Type Single 

Class of normalized working width W6  Construction width (m) 0,61 

Acceleration Severity Index (ASI) B  Construction height (m) 1,25 

Normalized dynamic deflection (m)  1,20 Beam shape A/B 

Vehicle Intrusion (VI) - Post shape - 

THIV (Km/h) - Post distance (m) 1,33 

Tested length (m) 80,00 Post length (m) 1,25 

CE certificate number 0130-CPR-2010 Loading capacity (m) 160,00 

https://meiser-sta.sharefile.eu/d-sf9230bd5d54b4890b5e8c184a189e4a0
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s961e87f816da4a719ba977695c6d0764
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s868e47d299b24a318d678240f8c4b909


SUPER-RAIL Pro BW 
Steel road guardrail 

H4b  W2 B  

Geometrical characteristics 

Containment level H4b  Application On structures 

Normalized working width (m) 0,70 Type Single 

Class of normalized working width W2 Construction width (m) 0,323 

Acceleration Severity Index (ASI) B  Construction height (m) 1,30 

Normalized dynamic deflection (m)  0,30 Beam shape A/B 

Vehicle Intrusion (VI) 1,7 Post shape C125 

THIV (Km/h) 33 Post distance (m) 1,33 

Tested length (m) 72,00 Post length (m) 1,30 

CE certificate number 0531-CPR-1317-1888 Loading capacity (m) -

Performances 

https://meiser-sta.sharefile.eu/d-sda0240cf037d485692c93ba747bf6d85
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s46843894eacf4450b4837b83852f19d5
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s868e47d299b24a318d678240f8c4b909


SUPER-RAIL twofold
Steel road guardrail 

H4b  W7  A  

Geometrical characteristics 

Containment level H4b  Application Rammed 

Normalized working width (m) 2,30 Type Double 

Class of normalized working width W7  Construction width (m) 3,40 

Acceleration Severity Index (ASI) A Construction height (m) 1,15 

Normalized dynamic deflection (m)  2,00 Beam shape A/B 

Vehicle Intrusion (VI) 2,5 Post shape C 125 

THIV (Km/h) 32 Post distance (m) 1,33 

Tested length (m) 76,00 Post length (m) 2,40 

CE certificate number 0138-CPR-2010 Loading capacity (m) -

Performances 

https://meiser-sta.sharefile.eu/d-s34c3d248fce44782a1054d19850783c6
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s21664c3510c84bfbb658578227cb8413
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s868e47d299b24a318d678240f8c4b909


SUPER-RAIL twofold
Steel road guardrail 

H2 W4  A 

Geometrical characteristics 

Containment level H2 Application Rammed 

Normalized working width (m) 1,30 Type Double 

Class of normalized working width W4  Construction width (m) 3,4 

Acceleration Severity Index (ASI) A Construction height (m) 1,15 

Normalized dynamic deflection (m)  0,80 Beam shape A/B 

Vehicle Intrusion (VI) 1,3 Post shape C 125 

THIV (Km/h) 32 Post distance (m) 1,33 

Tested length (m) 40,00 Post length (m) 2,40 

CE certificate number 0138-CPR-2010 Loading capacity (m) -

Performances 

https://meiser-sta.sharefile.eu/d-s34c3d248fce44782a1054d19850783c6
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s21664c3510c84bfbb658578227cb8413
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s868e47d299b24a318d678240f8c4b909


SUPER-RAIL VZB 
Steel road guardrail 

H2  W3  B  

Performances Geometrical characteristics 

Containment level H2  Application Rammed 

Normalized working width (m) 0,90 Type Single 

Class of normalized working width W3  Construction width (m) 0,5 

Acceleration Severity Index (ASI) B  Construction height (m) 1,15 

Normalized dynamic deflection (m)  0,50 Beam shape A/B 

Vehicle Intrusion (VI) 0,9 Post shape C125 

THIV (Km/h) 33 Post distance (m) - 

Tested length (m) 28,00 Post length (m) 2,40 

CE certificate number 0111-CPR-2010 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-sba5a9aeed2534e80a27b09aa2ed99b24
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-sca09cd3eb92246baa8734ccc5af50dc8
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s868e47d299b24a318d678240f8c4b909


VARIO-GUARD 
Steel road guardrail 

T3 W4 B 

Performances Geometrical characteristics 

Containment level T3 Application Temporary system 

Normalized working width (m) - Type Double 

Class of normalized working width W4 Construction width (m) 0,7 

Acceleration Severity Index (ASI) B Construction height (m) 0,90 

Normalized dynamic deflection (m)  - Beam shape - 

Vehicle Intrusion (VI) - Post shape - 

THIV (Km/h) - Post distance (m) - 

Tested length (m) - Post length (m) - 

CE certificate number - Loading capacity (m) 112,00 

https://meiser-sta.sharefile.eu/d-sf04b60238a2946f88cc8a05d7c8767e4
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s22114ea95c2b41688e06d36c60e369b8
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s8761b7d4ae224e029a8dcb635d8d5a4c


VARIO-GUARD 
Steel road guardrail 

N2 W6 B 

Performances Geometrical characteristics 

Containment level N2 Application Temporary system 

Normalized working width (m) - Type Double 

Class of normalized working width W6 Construction width (m) 0,7 

Acceleration Severity Index (ASI) B Construction height (m) 0,90 

Normalized dynamic deflection (m)  - Beam shape - 

Vehicle Intrusion (VI) - Post shape - 

THIV (Km/h) - Post distance (m) - 

Tested length (m) - Post length (m) - 

CE certificate number - Loading capacity (m) 112,00 

https://meiser-sta.sharefile.eu/d-sf04b60238a2946f88cc8a05d7c8767e4
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s22114ea95c2b41688e06d36c60e369b8
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s8761b7d4ae224e029a8dcb635d8d5a4c


VARIO-GUARD 
Steel road guardrail 

H1 W6 B 

Performances Geometrical characteristics 

Containment level H1 Application Temporary system 

Normalized working width (m) 2,09 Type Double 

Class of normalized working width W6 Construction width (m) 0,7 

Acceleration Severity Index (ASI) B Construction height (m) 0,90 

Normalized dynamic deflection (m)  1,40 Beam shape - 

Vehicle Intrusion (VI) VI5 Post shape - 

THIV (Km/h) 23,44 Post distance (m) - 

Tested length (m) 156,00 Post length (m) - 

CE certificate number 0194-CPR-2010 Loading capacity (m) 112,00 

https://meiser-sta.sharefile.eu/d-sf04b60238a2946f88cc8a05d7c8767e4
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s22114ea95c2b41688e06d36c60e369b8
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s8761b7d4ae224e029a8dcb635d8d5a4c


VARIO-GUARD 2.0 
Steel road guardrail 

H2 W6 B 

Performances Geometrical characteristics 

Containment level H2 Application Temporary system 

Normalized working width (m) 2,10 Type Double 

Class of normalized working width W6 Construction width (m) 0,3 

Acceleration Severity Index (ASI) B Construction height (m) 0,90 

Normalized dynamic deflection (m)  2,00 Beam shape  - 

Vehicle Intrusion (VI) 2 Post shape - 

THIV (Km/h) 25 Post distance (m) - 

Tested length (m) 131,10 Post length (m) - 

CE certificate number 0531-CPR-1317-2743 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-s62cc43da41894f2eb0e2ad468bc7aa48
https://meiser-sta.sharefile.eu/d-s908d2792cc594fd094dbf5232a831f41
https://meiser-sta.sharefile.eu/d-s766365c2fb6949958148557506afcc71
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a


VARIO-GUARD MUF 
Steel road guardrail 

H2 W5 B 

Performances Geometrical characteristics 

Containment level H2 Application Opening system 

Normalized working width (m) 1,60 Type Double 

Class of normalized working width W5 Construction width (m) 0,702 

Acceleration Severity Index (ASI) B Construction height (m) 0,90 

Normalized dynamic deflection (m)  1,20 Beam shape - 

Vehicle Intrusion (VI) - Post shape - 

THIV (Km/h) - Post distance (m) - 

Tested length (m) 36,00 Post length (m) - 

CE certificate number 0531-CPR-1317-0005 Loading capacity (m) 112,00 

https://meiser-sta.sharefile.eu/d-sce4835140444464498484c73a8f1dcfc
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s7b7305d537b34db7adbde8e41e561be5
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-sdac741bb88f24b1a8f46691db46f31f3
https://replay.dropbox.com/share/JTTUnaZvBCtgDLNc?video_version_id=pid_rvv%3AAAAAAHzq4SbJ-sp80FsHwPMd4swh1hbPNjjGi_nVwdIn1KG8


VARIO-GUARD QC 
Steel road guardrail 

N2 W6 B 

Performances Geometrical characteristics 

Containment level N2 Application Temporary system 

Normalized working width (m) 1,80 Type Double 

Class of normalized working width W6 Construction width (m) 0,7 

Acceleration Severity Index (ASI) B Construction height (m) 0,90 

Normalized dynamic deflection (m)  1,30 Beam shape - 

Vehicle Intrusion (VI) - Post shape - 

THIV (Km/h) 19,44 Post distance (m) - 

Tested length (m) 56,00 Post length (m) - 

CE certificate number 2131-CPR-900 Loading capacity (m) 112,00 

https://meiser-sta.sharefile.eu/d-s37aac14ae1d349418ca59e88965592ed
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s8cd20fa37c1347fd905d3b64af7904fd
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s8761b7d4ae224e029a8dcb635d8d5a4c


VARIO-GUARD QC 
Steel road guardrail 

H2 W8 B 

Performances Geometrical characteristics 

Containment level H2 Application Temporary system 

Normalized working width (m) 3,00 Type Double 

Class of normalized working width W8 Construction width (m) 0,7 

Acceleration Severity Index (ASI) B Construction height (m) 0,90 

Normalized dynamic deflection (m)  2,36 Beam shape - 

Vehicle Intrusion (VI) 2,8 Post shape - 

THIV (Km/h) 19,44 Post distance (m) - 

Tested length (m) 60,00 Post length (m) - 

CE certificate number 2131-CPR-900 Loading capacity (m) 112,00 

https://meiser-sta.sharefile.eu/d-s37aac14ae1d349418ca59e88965592ed
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s8cd20fa37c1347fd905d3b64af7904fd
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s8761b7d4ae224e029a8dcb635d8d5a4c


PROTECTOR BOS 
Non-continuous barrier system  N2  W5  A  

Performances Geometrical characteristics 

Containment level N2  Application Rammed 

Normalized working width (m) 1,6 Type Single 

Class of normalized working width W5  Construction width (m) 0.80 

Acceleration Severity Index (ASI) A  Construction height (m) 0.65 

Normalized dynamic deflection (m)  0,7 Beam shape B 

Vehicle Intrusion (VI) - Post shape C100 

THIV (Km/h) 25 Post distance (m) - 

Tested length (m) 7,10 Post length (m) 1.7 

CE certificate number 0531-CPR-1317-2866 Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-sf2998ae67bbe422eb594c66b13aea401
https://meiser-sta.sharefile.eu/d-se782adbabe924cd6afdb3b66e0f4e602
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a


PROTECTOR M
End Terminal P2A class  

Performances Geometrical characteristics 

Performance class P2A Application Rammed 

Class of impact range Z2 Type Single 

Class of permanent lateral deflection x1/y2 Construction width (m) 0.805 

Acceleration Severity Index (ASI) A  Construction height (m) 0.650 - 0.750 

Normalized dynamic deflection (m)  1.4 Beam shape B 

Vehicle Intrusion (VI) - Post shape C100 

THIV (Km/h) 38 Post distance (m) 1.33 

Tested length (m) 7,95 Post length (m) 1.7 

CE certificate number - Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-s8d44e5b46c304f819b3fd41c26d8871c
https://meiser-sta.sharefile.eu/d-s0d4b876ab8534d71a15c83067ff43c49
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://meiser-sta.sharefile.eu/d-s44819e049d28469fa825510c4b341c1c


PROTECTOR 90
Special intersection solution (EMS)

Performances Geometrical characteristics 

Containment level EMS1/EMS2/EMS3 Application Rammed 

Normalized working width (m) - Type Single 

Class of normalized working width - Construction width (m) 3.50 x 6.25

Acceleration Severity Index (ASI) B Construction height (m) 0.75 

Normalized dynamic deflection (m)  - Construction lenght (m) 9.38 

Vehicle Intrusion (VI) - Post shape C100 

THIV (Km/h) 44 Post distance (m) - 

Tested length (m) 20.00 Post length (m) 1.7 

CE certificate number - Loading capacity (m) -

https://meiser-sta.sharefile.eu/d-sd8a95748b7b747ba86dc505771e13044
https://meiser-sta.sharefile.eu/d-s2c6ef50dd10749379b1bfcebe0f253a9
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a


 strassenausstattung.meiser.de

OTTAVIA 80 
End Terminal P2 class 

Performances Geometrical characteristics 

Performance class P2 Application Rammed 

Exit box class Z2 Type Single / Double 

Class of permanent lateral deflection x1/y1 Construction width (m) 0.330 

Acceleration Severity Index (ASI) A Construction height (m) 0.745 

Normalized dynamic deflection (m) - Beam shape B 

Vehicle Intrusion (VI) - Post shape HEA100 

THIV (Km/h) 37.4 Post distance (m) - 

Tested length (m) 2,740 Post length (m) 0.5 - 0.7 

CE certificate number - Loading capacity (pc.) 70 

https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-sa5ffc6395f2541979e80f7bcd6087abc
https://meiser-sta.sharefile.eu/d-sd00a0e292c0545038dcc30c414ba25da
https://meiser-sta.sharefile.eu/d-s05f64aed220c4c8d8fa1c1cef9ecb788


 strassenausstattung.meiser.de

OTTAVIA 110 
End Terminal P4 class 

Performances Geometrical characteristics 

Performance class P4 Application Rammed 

Exit box class Z1 Type Single / Double 

Class of permanent lateral deflection x1/y2 Construction width (m) 0.330 

Acceleration Severity Index (ASI) B Construction height (m) 0.745 

Normalized dynamic deflection (m) - Beam shape B 

Vehicle Intrusion (VI) - Post shape HEA100 

THIV (Km/h) - Post distance (m) - 

Tested length (m) 6,680 Post length (m) 0.5 - 0.7 

CE certificate number - Loading capacity (pc.) 29 

https://meiser-sta.sharefile.eu/d-s39950fa7ded34bac9b3da34ba592937a
https://strassenausstattung.meiser.de/en/
https://meiser-sta.sharefile.eu/d-s81cca6605c684f3e8270678766b51c09
https://meiser-sta.sharefile.eu/d-sd00a0e292c0545038dcc30c414ba25da
https://replay.dropbox.com/share/Tn2zVlpeadCXaEk7?video_version_id=pid_rvv%3AAAAAAE8kVAAK9SwcN3muLojF5_YDPkVU5XLNjo7gi0fTwkUd
https://replay.dropbox.com/share/UBGEyU9PLUiUflFu?video_version_id=pid_rvv%3AAAAAAHmM--MPJzNzec4zDvzEJfAiDYEL79WDJTXkti-WmmiR


MEISER Straßenausstat tung GmbH
Edmund Meiser St raße 3
D-66839 Schmelz-Limbach

+49 6887 /  9590 100

+49 6887 /  9590 188

strassenausstattung@meiser.de

strassenausstattung.meiser.de/en/
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https://strassenausstattung.meiser.de/en/
https://strassenausstattung.meiser.de/en/contact.html
https://www.google.com/maps/place/MEISER+Stra%C3%9Fenausstattung+GmbH/@49.4763364,6.8667316,15z/data=!4m5!3m4!1s0x0:0xe6e7e44fb95ae66e!8m2!3d49.476325!4d6.8668384
https://www.facebook.com/meiser.de
https://www.instagram.com/meiser.de/
https://twitter.com/Meiser_de
https://www.linkedin.com/company/gebr-meiser-gmbh
https://www.youtube.com/channel/UC0zMuF1hYqs2gd_uNq22e2g
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